
How to Upgrade TP-LINK T Series Switch 
 

Notice: 

 Please verify the hardware version of your device for the firmware version. 

Wrong firmware upgrade may damage your device and void the warranty.

（Normally V1.x=V1） 

  

 

 Use decompression software such as WinZIP or WinRAR to extract the bin file 

you download before upgrade. 

 Do NOT turn off the power or plug off the Ethernet cable during upgrade 

process 

 It is recommended to export the configuration as a backup before the 

upgrading. 

 

Step1 Connect the PC directly to the switch, set the IP address of your PC (eg. 

192.168.0.2/24) to the same subnet of your switch (by default, it is 192.168.0.1/24) 



 

 

Step2 Login to the Web Management page by typing http://192.168.0.1 in the 

address bar of the web browser (it is recommended to use Google Chrome or 

Firefox). The User Name and Password are both admin by default. 

 

 

Step3 Click System System Tools Firmware Upgrade, click Choose File to 

choose the firmware you have extracted in the folder. It is highly recommended to 

read the Note carefully before you upgrade the firmware. 



 

 

You need to click After upgrading, the devices will reboot automatically with 

the backup image as noted in the picture above, or the firmware version will not 

change after the upgrading. It is because the T series switches support Dual-Image 

(Startup Image and Backup Image), the upgrading will only upgrade the Backup 

Image. You can also change the Next Startup Image and Backup Image manually 

in System System Tools Boot Config later. 

 

Step4 Click the Upgrade button. The device will reboot automatically after the 

upgrading has been finished. It may require some time, please wait patiently until 

all the LED lights turn on. 

 

Step5 please go to System System Info System Summary to verify the 

firmware version. 

 


