
Managed
Switches

 Managed
Switches

Gigabit 10/100Mbps  Gigabit Gigabit Gigabit with 10G Uplink Full 10 Gigabit 10/100Mbps Gigabit Gigabit Gigabit with 10G Uplink

Model TL-SG105E TL-SG108E TL-SG108PE TL-SG1016DE TL-SG1016PE TL-SG1024DE T1500-18TC
(TL-SL2218)

T1500-28TC    
(TL-SL2428)

T1500-28PCT        
(TL-SL2428P)

T1500G-8T
(TL-SG2008)

T1500G-10PS
(TL-SG2210P) T1500G-10MPS T1600G-18TS

(TL-SG2216)
T1600G-28TS                 
 (TL-SG2424)

T1600G-28PS
 (TL-SG2424P)                   

T1600G-52TS
(TL-SG2452)                  

T1600G-52PS                  
(TL-SG2452P) T1700G-28TQ T1700X-16TS T2500-28TC

(TL-SL5428E)
T2500-52TS
(TL-SL3452)

T2500G-10TS
(TL-SG3210)

T2600G-12SC
(TL-SG5412F)

T2600G-18TS
(TL-SG3216)

T2600G-28TS
(TL-SG3424)

T2600G-28MPS
(TL-SG3424P)

T2600G-52TS
(TL-SG3452) T2700G-28TQ T3700G-28TQ T3710G-52TQ Model

Hardware

10/100Mbps RJ45 Ports - - - - - - 16 24 24 - - - - - - - - - - 24 48 - - - - - - - - - 10/100Mbps RJ45 Ports

Hardware

10/100/1000Mbps RJ45 Ports 5 8 8 16 16 24 2 4 4 8, including 1 PD port 8 8 16 24 24 48 48 24 - 4 2 8 4 Combo 16 24 24 48 24 24 48 10/100/1000Mbps RJ45 Ports

10GBase-T RJ45 Ports - - - - - - - - - - - - - - - - - - 12 - - - - - - - - - - - 10GBase-T RJ45 Ports

Fiber Ports - - - - - - 2 Combo SFP 2 Combo SFP 2 Combo SFP - 2 SFP 2 SFP  2 SFP 4 SFP 4 SFP 4 SFP 4 SFP 4 SFP+ 4 SFP+ 2 Combo SFP 2 SFP 2 SFP 12 SFP  2 SFP 4 SFP 4 SFP 4 SFP 4 Combo SFP, 4 SFP+*3 4 Combo SFP, 4 SFP+*3 4 Combo SFP, 4 SFP+*3 Fiber Ports

10G Module - - - - - - - - - - - - - - - - - - - - - - - - - - - ● ● ● 10G Module

Console Port - - - - - - - - - - - - - - - - - - - 1(RJ45) 1(RJ45)+1(Micro USB) 1(RJ45)+1(Micro USB) 1(RJ45)+1(Micro USB) 1(RJ45)+1(Micro USB) 1(RJ45) + 1(Micro-USB) 1(RJ45) + 1(Micro-USB) 1(RJ45) + 1(Micro-USB) 1(RJ45) 1(RJ45) 1(RJ45) + 1(Micro-USB) Console Port

MAX Power Consumption 2.49W 5.46W 65.2W -*2 -*2 -*2 -*2 -*2 -*2 -*2 -*2 -*2 -*2 23.2W 264.8W 32.8W 470.4W 21.8W 76.6W 15W -*2 -*2 -*2 -*2 19.2W 468.7W 33.52W 66.8W 66.8W -*2 MAX Power Consumption

Fanless ● ● ● ● - ● ● ● - ● ● - ● ● - ● - ● - ● ● ● ● ● ● - ● - - - Fanless

Dimensions (W × D × H)
3.9*3.9*1.0 in.  

(100*98*25 mm)
6.2*4.0*1.0 in. 

(158*101*25 mm)
6.2*4.0*1.0 in. 

(158*101*25 mm)
11.6*7.1*1.7 in. 

(294*180*44 mm)
11.6*7.1*1.7 in.  

(294*180*44 mm)
11.6*7.1*1.7 in. 

(294*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
8.2*4.9*1.0 in.      

(209*126*26 mm)
8.2*4.9*1.0 in.      

(209*126*26 mm)
11.6*7.1*1.7 in. 

(294*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
17.3*8.7*1.7 in.   

(440*220*44 mm)
17.3*8.7*1.7 in.   

(440*220*44 mm)
17.3*13*1.7 in. 

(440*330*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
17.3*8.7*1.7 in.   

(440*220*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
11.6*7.1*1.7 in. 

(294*180*44 mm)
17.3*8.7*1.7 in. 

(440*220*44 mm)
17.3*8.7*1.7 in. 

(440*220*44 mm)
17.3*8.7*1.7 in. 

(440*220*44 mm)
17.3*13*1.7 in. 

(440*330*44 mm)
17.3*8.7*1.7 in. 

(440*220*44 mm)
17.3*13.0*1.7 in. 
(440*330*44mm)

17.3*13.0*1.7 in. 
(440*330*44mm)

17.3*16.5*1.7 in. 
(440*420*44mm)

Dimensions (W × D × H)

Installation Desktop Desktop Desktop Rackmount/Desktop Rackmount/Desktop Rackmount/Desktop Rackmount Rackmount Rackmount Desktop Desktop Rackmount/Desktop Rackmount Rackmount Rackmount Rackmount Rackmount Rackmount Rackmount Rackmount Rackmount Rackmount/Desktop Rackmount Rackmount Rackmount Rackmount Rackmount Rackmount Rackmount Rackmount Installation
RPS Redundant Power Supply - - - - - - - - - - - - - - - - - - - - - - - - - - - ● ● ● RPS Redundant Power Supply

Certifications CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC Certifications

Performance

Switching Capacity 10Gbps 16Gbps 16Gbps 32Gbps 32Gbps 48Gbps 7.2Gbps 12.8Gbps 12.8Gbps 16Gbps 20Gbps 20Gbps 36Gbps 56Gbps 56Gbps 104Gbps 104Gbps 128Gbps 320Gbps 12.8Gbps 17.6Gbps 20Gbps 24Gbps 36Gbps 56Gbps 56Gbps 104Gbps 128Gbps 128Gbps 176Gbps Switching Capacity

Performance
Forwarding Rate 7.44Mpps 11.9Mpps 11.9Mpps 23.8Mpps 23.8Mpps 35.7Mpps 5.4Mpps 9.5Mpps 9.5Mpps 11.9Mpps 14.9Mpps 14.9Mpps 26.8Mpps 41.7Mpps 41.7Mpps 77.4Mpps 77.4Mpps 95.2Mpps 238.1Mpps 9.5Mpps 13.1Mpps 14.9Mpps 17.9Mpps 26.8Mpps 41.7Mpps 41.7Mpps 77.4Mpps 94.9Mpps 94.9Mpps 130.9Mpps Forwarding Rate
Buffer Memory 1Mb 1.5Mb 1.5Mb 4.1Mb 4.1Mb 4.1Mb 4.1Mb 4.1Mb 4.1Mb 4.1Mb 4.1Mb 4.1Mb 4.1Mb 12Mb 12Mb 12Mb 12Mb 12Mb 16Mb 3Mb 12Mb 4Mb 12Mb 4.1Mb 12Mb 12Mb 12Mb 16Mb 16Mb 16Mb Buffer Memory

MAC Address Table 2K 4K 4K 8K 8K 8K 8K 8K 8K 8K 8K 8K 8K 16K 16K 16K 16K 16K 16K 8K 8K 8K 8K 8K 16K 16K 16K 32K 32K 32K MAC Address Table
Jumbo Frame 15KB 15KB 15KB 10KB 10KB 10KB 9KB 9KB 9KB 9KB 9KB 9KB 10000Bytes 9KB 9KB 9KB 9KB 9KB 9KB 2KB 10KB 10KB 9KB 10000Bytes 9KB 9KB 9KB 10KB 10KB 10KB Jumbo Frame

PoE

PoE Standards - - 802.3af - 802.3af/at - - - 802.3af/at - 802.3af 802.3af/at - - 802.3af/at - 802.3af/at - - - - - - - - 802.3af/at - - - - PoE Standards

PoE

PoE Ports - - 4 - 8 - - - 24 - 8 8 - - 24 - 48 - - - - - - - - 24 - - - - PoE Ports
PoE Power Budget - - 55W - About 110W - - - 192W - 53W 116W - - 192W - 384W - - - - - - - - 384W - - - - PoE Power Budget

Maximum PoE Power Per Port - - 15.4W - 30W - - - 30W - 15.4W 30W - - 30W - 30W - - - - - - - - 30W - - - - Maximum PoE Power Per Port
Time-ranged Based PoE - - - - - - - - ● - ● ● - - ● - ● - - - - - - - - ● - - - - Time-ranged Based PoE

PoE Priority - - ● - ● - - - ● - ● ● - - ● - ● - - - - - - - - ● - - - - PoE Priority

Stacking
Number of Stacking Ports - - - - - - - - - - - - - - - - - 2 SFP+ - - - - - - - - - 2 SFP+ 2 SFP+ 2 SFP+ Number of Stacking Ports

StackingStacking Bandwidth - - - - - - - - - - - - - - - - - 40Gbps - - - - - - - - - 40Gbps 40Gbps 40Gbps Stacking Bandwidth
Stack Units - - - - - - - - - - - - - - - - - 6 - - - - - - - - - 8 8 8 Stack Units

L3 Features

Static Routing - - - - - - - - - - - - ● ● ● ● ● ● ● - - - ● ● ● ● ● ● ● ● Static Routing

L3 Features

ECMP - - - - - - - - - - - - - - - - - - - - - - - - - - - License Required ● ● ECMP
RIPv1/v2 - - - - - - - - - - - - - - - - - - - - - - - - - - - ● ● ● RIP v1/v2

OSPFv2, VRRP - - - - - - - - - - - - - - - - - - - - - - - - - - - License Required ● ●  OSPFv2, VRRP
PIM-SM/PIM-DM/IGMP - - - - - - - - - - - - - - - - - - - - - - - - - - - License Required ● ● PIM-SM/PIM-DM/IGMP

ARP Proxy - - - - - - - - - - - - - - - - - - - - - - - - ● ● ● License Required ● ● ARP Proxy

Switching
Loopback Detection ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Loopback Detection

SwitchingPort Mirroring ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Port Mirroring
Traffic Monitor ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Traffic Monitor

Trunking
Static Link Aggregation ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Static Link Aggregation

Trunking
LACP - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● LACP

VLAN

Tag-based VLAN/802.1Q 32 32 32 128 128 128 512 512 512 512 512 512 4K 4K 4K 4K 4K 4K 4K 4K 4K 4K 4K 4K 4K 4K 4K 4K 4K 4K Tag-based VLAN/802.1Q

VLAN

Mac-based VLAN - - - - - - - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Mac-based VLAN
Protocol-based VLAN - - - - - - - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Protocol-based VLAN

VLAN VPN(QinQ) - - - - - - - - - - - - - - - - - - - ● ● ● ● ● ● ● ● ● ● ● VLAN VPN(QinQ)
Private VLAN - - - - - - - - - - - - - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● Private VLAN
GARP/GVRP - - - - - - - - - - - - - - - - - - - ● ● ● ● ● ● ● ● ● ● ● GARP/GVRP

IGMP Snooping Multicast VLAN - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● IGMP Snooping Multicast VLAN
Guest VLAN - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Guest VLAN

Management VLAN - - - - - - ● ● ● ● ● ● - - - - - - - ● ● ● - - - - - ● ● ● Management VLAN
Voice VLAN - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Voice VLAN

Multicast

IGMP Snooping v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 v1/v2/v3 IGMP Snooping

Multicast

IGMP Snooping Groups 128 128 128 128 128 128 256 256 256 256 256 256 256 256 256 256 256 256 256 256 256 256 1000 1000 1000 1000 1000 1000 1000 1000 IGMP Snooping Groups
Static Multicast IP - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Static Multicast IP
Multicast Filtering - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Multicast Filtering

IGMP Snooping Querier - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● IGMP Snooping Querier
MLD Snooping - - - - - - - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● - - - MLD Snooping

STP STP/RSTP/MSTP - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● STP/RSTP/MSTP STP

QoS

No. of Priority Queues 4 4 4 4 4 4 4 4 4 4 4 4 4 8 8 8 8 8 8 4 8 4 8 8 8 8 8 8 8 8 No. of Priority Queues

QoS
Traffic Prioritization Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Port/802.1P/DSCP Traffic Prioritization

Rate Limit ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Rate Limit
Storm Control ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Storm Control

Security

Access Control Lists - - - - - - Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Port/MAC/IP-based Time/Port/MAC/IP-based Time/Port/MAC/IP-based Time/Port/MAC/IP-based Time/Port/MAC/IP-based Time/Port/MAC/IP-based Time/Port/MAC/IP-based Time/Port/MAC/IP-based Time/Port/MAC/IP-based Time/Port/MAC/IP-based Time/Port/MAC/IP-based Time/Port/MAC/IP-based Access Control Lists

Security

ACL Rules - - - - - - 32 32 32 32 32 32 300 300 300 300 300 300 300 300 300 300 300 300 300 300 300 1000 1000 1000 ACL Rules
SSL & SSH - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● SSL & SSH

IP+MAC+VID+Port Binding - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● IP+MAC+VID+Port Binding
DHCP Snooping - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● DHCP Snooping

802.1X Port Authentication - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● 802.1X Port Authentication
RADIUS Authentication - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● RADIUS Authentication

Port Security - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Port Security
Port Isolation - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Port Isolation

ARP Inspection - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ARP Inspection
IP Source Guard - - - - - - - - - - - - - - - - - - - ● - - ● ● ● ● ● ● ● ● IP Source Guard

DoS Defend - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● DoS Defend

Management

SNMP - - - - - - v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 v1/v2c/v3 SNMP

Management

RMON - - - - - - Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 Group 1/2/3/9 RMON
CPU/Memory Monitor - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● CPU/Memory Monitor

SNTP/DST - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● SNTP/DST
Config Restore/Backup ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Config Restore/Backup

Firmware Upgrade HTTP HTTP HTTP HTTP HTTP HTTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP HTTP/TFTP Firmware Upgrade
Web-Based GUI ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Web-Based GUI

Command Line Interface(CLI)*1 - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● Command Line Interface(CLI)*1

BOOTP / DHCP Client - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● BOOTP / DHCP Client
DHCP Relay - - - - - - - - - - - - ● ● ● ● ● ● ● DHCP Relay Through VLAN DHCP Relay Through VLAN DHCP Relay Through VLAN ● ● ● ● ● ● ● ● DHCP Relay

DHCP Server - - - - - - - - - - - - - - - - - - - - - - ● ● ● ● ● ● ● ● DHCP Server
LLDP/LLDP-MED - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● LLDP/LLDP-MED

Dual Image - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● - ● ● ● ● ● ● ● ● ● ● Dual Image

IPv6 full set - - - - - - - - - - - - ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● - - ● IPv6 full set

Model TL-SG105E TL-SG108E TL-SG108PE TL-SG1016DE TL-SG1016PE TL-SG1024DE T1500-18TC
(TL-SL2218)

T1500-28TC    
(TL-SL2428)

T1500-28PCT        
(TL-SL2428P)

T1500G-8T
(TL-SG2008)

T1500G-10PS
(TL-SG2210P) T1500G-10MPS T1600G-18TS

(TL-SG2216)
T1600G-28TS                 
 (TL-SG2424)

T1600G-28PS
 (TL-SG2424P)                   

T1600G-52TS
(TL-SG2452)                  

T1600G-52PS                  
(TL-SG2452P) T1700G-28TQ T1700X-16TS T2500-28TC

(TL-SL5428E)
T2500-52TS
(TL-SL3452)

T2500G-10TS
(TL-SG3210)

T2600G-12SC
(TL-SG5412F)

T2600G-18TS
(TL-SG3216)

T2600G-28TS
(TL-SG3424)

T2600G-28MPS
(TL-SG3424P)

T2600G-52TS
(TL-SG3452) T2700G-28TQ T3700G-28TQ T3710G-52TQ Model

Unmanaged
Switches

Unmanaged
Switches

Model TL-SF1016DS TL-SF1016 TL-SF1024D TL-SF1024 TL-SF1048 TL-SL1226 TL-SG1008 TL-SG1008PE TL-SG1016D TL-SG1016 TL-SG1024D TL-SG1024 TL-SG1048 Model

Hardware

10/100Mbps RJ45 Ports 16 16 24 24 48 24 - - - - - - - 10/100Mbps RJ45 Ports

Hardware

10/100/1000Mbps RJ45 Ports - - - - - 2 8 8 16 16 24 24 48 10/100/1000Mbps RJ45 Ports

Auto-Negotiation / Auto MDI/MDIX ● ● ● ● ● ● ● ● ● ● ● ● ●
Auto-Negotiation / Auto MDI/

MDIX
Flow Control ● ● ● ● ● ● ● ● ● ● ● ● ● Flow Control

MAX Power Consumption 2.23W 2.23W 3.53W 3.53W 9.9W 6.59W 4.3W 140.7W 9.3W 9.3W 13.1W 13.1W 32.3W MAX Power Consumption
Green Technology ● ● ● ● ● ● ● ● ● ● ● ● ● Green Technology
802.1p/DSCP QoS - - - - - - ● ● ● ● ● ● - 802.1p/DSCP QoS

IGMP Snooping - - - - - - ● ● - - - - - IGMP Snooping
Fanless ● ● ● ● ● ● ● - ● ● ● ● ● Fanless

Dimensions (W × D × H)
11.6*7.1*1.7 in. 

(294*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
11.6*7.1*1.7 in. 

(294*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
17.3*7.1*1.73 in. 

(440*180*44 mm)
11.6*7.1*1.7 in. 

(294*180*44 mm)
11.6*7.1*1.7 in. 

(294*180*44 mm)
11.6*7.1*1.73 in. 

(294*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
11.6*7.1*1.7 in. 

(294*180*44 mm)
17.3*7.1*1.7 in. 

(440*180*44 mm)
17.3*8.7*1.7 in. 

(440*220*44 mm)
Dimensions (W × D × H)

Installation Rackmount/Desktop Rackmount Rackmount/Desktop Rackmount Rackmount Rackmount Rackmount/Desktop Rackmount/Desktop Rackmount/Desktop Rackmount Rackmount/Desktop Rackmount Rackmount Installation
Certifications CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC Certifications

Performance

Switching Capacity 3.2Gbps 3.2Gbps 4.8Gbps 4.8Gbps 9.6Gbps 8.8Gbps 16Gbps 16Gbps 32Gbps 32Gbps 48Gbps 48Gbps 96Gbps Switching Capacity

Performance
Forwarding Rate 2.38Mpps 2.38Mpps 3.57Mpps 3.57Mpps 7.14Mpps 6.55Mpps 11.9Mpps 11.9Mpps 23.8Mpps 23.8Mpps 35.7Mpps 35.7Mpps 71.4Mpps Forwarding Rate

Buffer Memory 2Mb 2Mb 2Mb 2Mb 8.25Mb 4.1Mb 1.5Mb 1.5Mb 4.1Mb 4.1Mb 4.1Mb 4.1Mb 12Mb Buffer Memory

MAC Address Table 8K 8K 8K 8K 16K 8K 4K 4K 8K 8K 8K 8K 16K MAC Address Table
Jumbo Frame 1522Bytes 1522Bytes 1522Bytes 1522Bytes 10KB 10KB 15KB 15KB 10KB 10KB 10KB 10KB 12KB Jumbo Frame

PoE

PoE Standards - - - - - - - 802.3af/at - - - - - PoE Standards

PoE
PoE Ports - - - - - - - 8 - - - - - PoE Ports

PoE Power Budget - - - - - - - 126W - - - - - PoE Power Budget

Maximum PoE Power Per Port - - - - - - - 30W - - - - - Maximum PoE Power Per Port
PoE Priority - - - - - - - ● - - - - - PoE Priority

Unmanaged
Desktop
Switches

Unmanaged
Desktop
Switches

Model TL-SF1005D TL-SF1008D TL-SF1008P TL-SF1016D TL-SF1024M TL-SG1005D TL-SG105 TL-SG1008D TL-SG108 TL-SG1008P Model

Hardware

10/100Mbps RJ45 Ports 5 8 8 16 24 - - - - - 10/100Mbps RJ45 Ports

Hardware

10/100/1000Mbps RJ45 Ports - - - - - 5 5 8 8 8 10/100/1000Mbps RJ45 Ports

Auto Negotiation/ 
Auto MDI/MDIX

● ● ● ● ● ● ● ● ● ●
Auto Negotiation/ 

Auto MDI/MDIX
Flow Control ● ● ● ● ● ● ● ● ● ● Flow Control

MAX Power Consumption 1.87W 2.3W 60.2W 3.1W 3.68W 2.41W 2.49W 4.63W 4.5W 63W MAX Power Consumption
Green Technology ● ● ● ● ● ● ● ● ● ● Green Technology
802.1p/DSCP QoS - - - - - ● ● ● ● ● 802.1p/DSCP QoS

IGMP Snooping - - - - - - ● - ● ● IGMP Snooping
Fanless ● ● ● ● ● ● ● ● ● ● Fanless

Dimensions (W × D × H)
4.1*2.7*0.9 in. 

(103*69*22mm)
5.3*3.1*0.9 in. 

(135*79*23 mm)
6.7*3.9*1.1 in. 

(171*98*27 mm)
7.9*5.6*1.6 in.

(201*143*41mm)
8.7*5.0*1.8 in. 

( 222 x 126 x 45 mm)
5.5*3.5*0.9 in.

(140*88*23 mm)
3.9*3.9*1.0 in. 

(100*98*25 mm)
7.1*3.5*1.0 in.

 (180*90*25.5 mm)
6.2*4.0*1.0 in. 

(158*101*25 mm)
6.7*3.9*1.1 in. 

(171*98*27 mm)
Dimensions (W × D × H)

Installation Desktop Desktop Desktop Desktop Desktop Desktop Desktop Desktop Desktop Desktop Installation
Certifications CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC Certifications

Performance

Switch Capacity 1.0Gbps 1.6Gbps 1.6Gbps 3.2Gbps 4.8Gbps 10Gbps 10Gbps 16Gbps 16Gbps 16Gbps Switch Capacity

Performance
Forwarding Rate 0.7Mpps 1.2Mpps 1.2Mpps 2.4Mpps 3.57Mpps 7.4Mpps 7.4Mpps 11.9Mpps 11.9Mpps 11.9Mpps Forwarding Rate

Buffer Memory 768Kb 768Kb 768Kb 1.5Mb 2Mb 1Mb 1Mb 1.5Mb 1.5Mb 1.5Mb Buffer Memory

MAC Address Table 2K 2K 2K 2K 8K 2K 2K 4K 4K 4K MAC Address Table
Jumbo Frame 1518B 2KB 2KB 2KB 2KB 15KB 9KB 15KB 15KB 15KB Jumbo Frame

PoE

PoE Standard - - 802.3af - - - - - - 802.3af PoE Standard

PoE
PoE Ports - - 4 - - - - - - 4 PoE Ports

PoE Power Budget - - 57W - - - - - - 55W PoE Power Budget

Maximum PoE Power Per Port - - 15.4W - - - - - - 15.4W Maximum PoE Power Per Port
PoE Priority - - ● - - - - - - ● PoE Priority

10/100 Mbps 10/100 MbpsGIGABIT GIGABIT
TL-SG1005D TL-SG1008DTL-SF1008D

TP-Link Technologies Co., Ltd.
E-mail: info@tp-link.com       Homepage: www.tp-link.com
Specifications are subject to change without notice. TP-Link is a registered tradeSpecifications are subject to change without notice. TP-Link is a registered trademark of TP-Link TECHNOLOGIES CO., LTD. Other brands and product names are trademarks or registered trademarks of their respective 
holders. Copyright © 2016 TP-Link TECHNOLOGIES CO., LTD. All rights reserved.

*1. Smart series switches Command Line Interface accessible through Telnet Management Mode    
*2. These switches will be released later and the power Consumption will be provided then    
*3. 4 SFP+: 2 fixed and 2 optional 10G SFP+ Slots    

What is TP-Link Green Technology?
TP-Link Power Saving Technology
TP-Link switches feature the latest innovative energy-efficient technologies that can expand your network capacity with much less power and greatly save your business costs on investments in networking infrastructure. Traditional devices operate at full power, 24-hours a day, regardless of network demands. TP-Link Green Technology is designed to save power consumption by adjusting power 
consumption according to the application of devices, including powering down idle ports and power budgeting depending on cable length, making them eco-friendly solutions for your network.

TL-SF1024M

Switches Comparison & Purchasing Guide

8392500892

T1600G-52TS (TL-SG2452) T1600G-52PS (TL-SG2452P)T1600G-28TS (TL-SG2424) T1600G-28PS (TL-SG2424P) T1700G-28TQ T1700X-16TS T2600G-28TS (TL-SG3424) T2600G-52TS (TL-SG3452) T2700G-28TQ T3710G-52TQ

TL-SF1048TL-SF1016DS TL-SF1024D TL-SG1024D TL-SG1048TL-SG1008PE

EASY SMART SMART (T1500 SERIES) SMART (T1600 SERIES) SMART (T1700 SERIES) L2 MANAGED (T2500 SERIES) L2 MANAGED (T2600 SERIES) L2+/L3 MANAGED


