






With groundbreaking MU-MIMO technology, the Archer C2600 is 
able to stream data to several devices simultaneously. It dramatically 
reduces wait-time for all clients by making better use of wireless 
capacity that are wasted by traditional routers. The result is a 
stunning 3x increase in Wi-Fi speeds for each device in your crowded 
network.

TP-LINK Tether provides the easiest way to access and manage the 
router on your iOS and Android devices. From Setup to Parental 
Control, Tether provides a simple, intuitive user interface to see 
what the status of your router is, who’s online and what their 
privileges are. TP-LINK Tether is going to be adaptable to more 
router models.

TP-LINK Tether App
Easy Network Management at Your FingertipsMU-MIMO for Powerful Multi-Tasking

Archer C2600 with MU-MIMO
Stream data to multiple devices simultaneously

Router without MU-MIMO
Stream data to one device at a time
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Hardware Wireless
·   Ethernet Ports: 4 10/100/1000Mbps LAN Ports & 1 10/100/1000Mbps WAN 

Port

·   USB Port: 2 USB 3.0 Ports

·   Button: WPS Button, Reset Button, Wireless On/Off Button, LED On/Off 
Button, Power On/Off Button

·   External Power Supply: 12V/4A

·   Dimensions (W x D x H): 10.4×7.8×1.5 in. (263.8×197.8×37.3mm)

·   Wireless Standards: IEEE 802.11ac/n/a 5GHz, IEEE 802.11b/g/n 2.4GHz

·   Frequency: 2.4GHz and 5GHz

·   Signal Rate: 1733Mbps at 5GHz, 800Mbps at 2.4GHz 

·   Transmit Power:   CE: <20dBm(2.4GHz), <23dBm(5GHz)

         FCC: <30dBm

·   Reception Sensitivity: 5GHz: 11a 6Mbps: -91dBm

                                                      11a 54Mbps: -73dBm

                                                      11n HT20: -69dBm

                                                      11n HT40: -67dBm

                                                      11ac HT20: -66dBm

                                                      11ac HT40: -61dBm

                                                      11ac HT80: -58dBm

        2.4GHz: 11g 54Mbps: -76dBm

                                                      11n HT20: -73dBm

                                                      11n HT40: -71dBm

·   Wireless Function: Enable/Disable Wireless Radio, WDS Bridge, WMM, 
Wireless Statistics

·   Wireless Security: 64/128-bit WEP, WPA/WPA2, WPA-PSK/WPA-PSK2 
encryptions
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    Package Contents
·   AC2600 Wireless Dual Band Gigabit Router Archer C2600

·   4 Detachable Antennas 

·   Power Supply Unit 

·   Ethernet Cable 

·   Quick Installation Guide

    Certi�cation
·   CE, FCC, RoHS

    System Requirements
·   Microsoft Windows 2000, XP, Vista™ or Windows 7, 8, 8.1, 10, MAC OS, 

NetWare, UNIX or Linux

·   Internet Explorer 11, Firefox 12.0, Chrome 20.0, Safari 4.0, or other 
Java-enabled browser

·   Subscription with an Internet Service Provider (for Internet access)

    Environment
·   Operating Temperature: 0℃~40℃  (32℉ ~104℉)

·   Storage Temperature: -40℃~70℃ (-40℉ ~158℉)

·   Operating Humidity: 10%~90% non-condensing

·   Storage Humidity: 5%~90% non-condensing

Software
·   WAN Type: Dynamic IP/Static IP/PPPoE/PPTP(Dual Access)/L2TP(Dual 

Access)/Bigpond

·   DHCP: Server, Client, DHCP Client List, Address Reservation

·   Quality of Service: WMM, Bandwidth Control

·   Port Forwarding: Virtual Server, Port Triggering, UPnP, DMZ

·   Dynamic DNS: DynDns, Comexe, NO-IP

·   VPN Pass-Through: PPTP, L2TP, IPSec

·   Access Control: Parental Control, Local Management Control, Host list, 
Access Schedule, Rule Management

·   Firewall Security: DoS, SPI Firewall, IP Address Filter/Domain Filter, IP and 
MAC Address Binding

·   Protocols: Supports IPv4 and IPv6

·   USB Sharing: Supports Samba(Storage)/FTP Server/Media Server/Printer 
Server

·   Management: Access Control, Local Management, Remote Management

·   Guest Network: 2.4GHz guest network x 1, 5GHz guest network x 1

Others
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Speci�cations are subject to change without notice. TP-LINK is a registered trademark of TP-LINK Technologies CO., Ltd. Other brands and product names are trademarks or registered trademarks of their respective holders. No part of the speci�cations may be reproduced in any form or by any means or used to make any 
derivative such as translation, transformation, or adaptation without permission from TP-LINK Technologies CO., Ltd.
Maximum wireless speed of up to 2600Mbps is the theoretical data rate derived from IEEE standard 802.11 speci�cations. Actual data throughput and wireless coverage will vary due to network conditions and environmental factors including volume of network track, building materials and construction, network overhead, 
actual data throughput rate, and wireless coverage. TP-LINK makes no express or implied representations or warranties about this product’s compatibility with any future standards. 802.11ac 1300Mbps is approximately 3 times faster than 802.11n 450Mbps. 2.4GHz Performance Mode requires 256 QAM support on Wi-Fi client.

For more information, please visit

http://www.tp-link.com/en/products/details/?categoryid=&model=Archer+C2600 

or scan the QR code left
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AC1900 Wireless Dual Band 
PCI Express Adapter
Archer T9E

AC1200 Wireless Dual Band 
Gigabit Router
Archer C5

AC1900 Wireless Dual Band 
Gigabit Router
Archer C9

AC1200 High Gain Wireless 
Dual Band USB Adapter
Archer T4UH

AC2600 Wireless Dual Band Gigabit Router


