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SOLUTION 2:
Using TL-SF1008P and TL-POE10R to expand the network to where 
there is no power line or outlets.

SOLUTION 1:
We can use TL-POE150S and TL-POE10R to expand the network for the 
place where power line can not reach or there is no outlet.

In Solution 1, both TL-POE10R and the device which connect to it do not need external power adapter, the TL-POE150S 
can provide power supply and data for TL-POE10R, and TL-POE10R will relay the data and power for the device which 
connected to it. The data can be transfer among the devices via Cat 5 UTP cable.

In solution 2, the 4 ports (port 1 to port 4) of TL-SF1008P act as POE Supplier, they provide power supply to POE Receiver 
TL-POE10R and transfer data between them via a one single cable. TL-POE10R receives power supply from TL-SF1008P 
and itself provide power supply to the device which connecting to it at the same time. Both TL-POE10R and the device 
which is connected to it need no external power adapter.



PoE Splitter
TL-POE10R

• IEEE 802.3af compliant
• Selectable power output
• Gigabit speed support
• Plug-and-Play, requires no configuration

PoE Injector
TL-POE150S

• IEEE 802.3af compliant
• Auto-determine the necessary power requirements
• Gigabit speed support
• Plug-and-Play, requires no configuration

Products:

8-Port Gigabit Desktop Switch with 4-Port PoE
TL-SG1008P

• 8 10/100/1000Mbps RJ45 ports
• With four PoE ports, transfers data and power on 

one single cable
• Working with IEEE 802.3af compliant PDs, expands 

home and office network
• Requires no configuration and installation 
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POWER OVER ETHERNET INJECTORS AND SPLITTERS

Product Picture

Model TL-POE150S TL-POE10R

Product Description PoE Injector PoE Splitter

Standards IEEE 802.3, IEEE 802.3u, IEEE 802.3ab, IEEE 802.3af

Ports
1 10/100/1000Mbps Auto-Negotiation RJ45 LAN port (LAN IN) 

1 10/100/1000Mbps Auto-Negotiation RJ45 PoE port (POWER+DATA OUT) 
1 48VDC power socket (DC IN)

1 10/100/1000Mbps Auto-Negotiation RJ45 PoE port (POWER+DATA IN) 
1 10/100/1000Mbps Auto-Negotiation RJ45 LAN port (LAN OUT) 

1 48VDC power socket (DC OUT)

Network Media

10BASE-T: UTP category 3, 4, 5 cable (maximum 100m) 
EIA/TIA-568 100 STP (maximum 100m) 

100BASE-TX: UTP category 5, 5e cable (maximum 100m) 
EIA/TIA-568 100 STP (maximum 100m) 

1000BASE-T: UTP category 5, 5e, 6 cable (Max 100m)

Basic Function
Compatible With IEEE 802.3af Compliant PDs 

Delivers Power Up To 100 Meters 
Auto-Determine The Necessary Power Requirements 

Compatible With IEEE 802.3af Compliant PSEs 
Delivers Power Up To 100 Meters 

Optional 12VDC, 9VDC or 5VDC Power Supply

LED Indicator Power On+No PD Connected(Blend color of red and yellow), Power On+PD Connected(green) PWR (Green)

Safety & Emission FCC, CE, RoHS

Dimensions
3.2*2.1*0.9 in. 

(80.8*54*24 mm)
3.2*2.1*0.9 in.

Operating Temperature 0°C~40°C (32°F~104°F)

Storage Temperature -40°C~70°C (-40°F~158°F)

Operating Humidity 10%~90% non-condensing

Storage Humidity 5%~90% non-condensing


