Installation for Wireless Modem Router

Please use only wired network connections to configure the Router.

J Power down all of your network devices, including your computer(s) and the
Modem Router. If you currently use a modem, disconnect it now - the Modem
Router will replace your current modem.

w Connect your computer to the

LAN port on the Modem Router
with an Ethernet cable.

@ Connect the LINE port of the
splitter to the wall jack using a
telephone line, then connect the
MODEM port of the splitter to the
LINE port of the modem with
another telephone line, also have
the PHONE port of the splitter
connected to a telephone.

If no telephone is needed, please connect the LINE port of the Modem Router
to the wall jack using the telephone line directly.




y Plug the provided Power Adapter
into the Power jack on the back of
the Modem Router and the other
end to a standard electrical wall
socket.

@ Power on all your network devices and then check to see if the LEDs of the
Router display normally as the diagram below describes.

/\ 1 \
f [Power) miemet (AOSC) (WIAN) (T2 5 +) ass r
C [ 0 I I I I O | D) )

Wireless N ADSL2} Modem Router TD-W8960N

[ Power: Solid light ]7
[ADSL: Flashing or solid light ]7
WLAN: Flashing

LAN: Flashing or solid light if\
corresponding port is connected |

If the LEDs display abnormally, please check to see if all the cable
connectors (power adapter, phone line and Ethernet cable) are well
connected to your device. With the phone line well connected, if the ADSL
LED turns off after flashing, please contact your ISP to ensure that your
internet connection is active.

3 Configuring the device

To configure the device, you can either run the setup CD-ROM (method one),
or run the Web based Quick Setup Wizard (method two). TP-LINK strongly
recommends that you run the setup CD-ROM.




Method One:

Configuring the Device via the Resource CD

J Insert the provided Resource
CD into your CD-ROM drive.

2) The Setup Wizard wil : o
automatically pop up on
your computer’s screen.

Please select your product\
model and click Start Setup |

Then a flash video will pop up and
show you how to connect your
devices. After that, the Easy Setup
Assistant will start.

Click START, and then follow
the step-by-step instructions
untii  you complete the‘
confiauration

The configuration has now been completed. Please skip to Step 3 “Testing the
Internet Connection”.




Method Two:
Configuring the device via the Web based Quick Setup Wizard

1 Login

= about:blank - Microsoft Internet Explorer

Fle Edt View Favortes Tooks Help w

& Bark J B @ 1h pﬁearth ‘\:::(Favnntes @
http:f192.168.1. 1/ | v B s 2 & -

Open your web browser and

type in http://192.168.1.1/ in the
address bar and press Enter

A dialog box will prompt you for Connect to 192.168.1.1
the User name and Password. =
Enter the default values and L\ &

click OK. %
Wireless H ADSLZ+ Modem Router TO-W3SE0H

User name: admin | i |€ admin |
Password: admin | Password: [esese |

[Jremember my passward

Click OK

The web management page will me—— :
display after a successful login. ——— Device Info

Advanced Setup
Wireless

[ Cancel

; n Diagnostics [ Fimware version: [ 1.3.3 Buitd 091215 Rel61411n
Click Quick Setup e | HardwaroVersion: | TOWag80Kv1 0003000

This informatian reflects the current status ofyour DEL cannection

Line Rate - Upstream (Kbps):
Line Rate - Downstream (Kbps):
LANIP Address: 10218811

Default Gateway: 0.0.00()
Primary DNS Server:

Secondary DNS Sarver:
Running time: 4min




‘2) Internet Parameters Configuration
This page will then display.

Quick Setup - WAN Configurations

113 VCI), select jour WAN Link Type.

Enter the VPI and VCI — e
values given by your ISP v s assse)

VP [0-255]

AN Link Type:

Encapsulaton Hode: W61 ] aptona)

PPP Username:

Choose the WAN Link Type given | | |
by your ISP.

If PPPOE/PPPOA is selected, please
proceed to A;

If IPOE is selected, please skip to B;
If IPoA is selected, please skip to C;

If Bridge is selected, please skip to
D

PPPOE Service Name: (optional)
0O wrusee

[ Dial on demand (with idie timeod timer)

[ Use Static 1Py Address (optiond))
NS Settings:  ® Obtain Automatically O Set DNS Wanually
Primary DHS:

Secondary DHS: (optional)

If you did not get the VPI, VCI and WAN Link Type information, please
contact your ISP for this information.

(\lejcY Bridge mode is not recommended because multiple computers are not
permitted to share Internet access in this mode.

A. Configuration For PPPoE/PPPoA

Enter the Username and Deviceling Quick Setup - WAN Configurations
. Quick Setup
Password provided by Rdvancod Setap

wi TS Ca CONTEWE S ATT] FUC identifier (VP and VCH) select your WA Link Type.

VPI: [0-255] \n_‘
Vet p265535)
wannktypes | [PProE ]
Encapsulation ode: | - [LLC/SHAP-BRIDGTIG ] cptonan
PP Usermame

PPP Passvord:

PPPOE Service Name: (optional

your ISP

/If you want your Internet to remain\
permanently connected, please
leave this box at its default
unchecked; if your Internet is
charged by time, you can check
\this box to save money )

O WU sie

[ Dial on demand (with idle timeout timer)

[ Uss Static IPvé Address (optional)

DNS Settings: (5 Obtain Automatically O Set DNS Hanually
Primary DNS:
Secondary DNS: (optional)

If DNS IP addresses are provided
by your ISP, check Set DNS
Manually and enter them in the
blanks. Otherwise, check the
Obtain Automatically box

Click Next




If you did not get the PPP Username or PPP Password, please contact your
ISP for this information.

The configuration for PPPoA is similar to that of PPPoE.

After completing the above configuration, please proceed to 3 Wireless
Configuration.

B. Configuration For IPoE

Device Info

Quick Setup - WAN Configurations

Quick Setup
If WAN IP Address, Subnet [ e———————————
Mask, Gateway IP Address and —_— M
DNS are provided by your ISP, wantawype: (FE Y]
check the Static IP and Set DNS Encapsuationtode: _[LLC/STAP-BRIIG v]
Manually boxes and enter them s Oeoner Qs

into the corresponding blanks.
Otherwise, check the Use DHCP

WAN Subnet Mask:

|
J

WAN gateway IP Address:

. . DNS Settings: ® Obtain Autornatically (O Set DNS Manually
and Obtain Automatically boxes O
Secondary DNS: [ ontionay
Click Next

After completing the above configuration, please proceed to ' 3) Wireless

Configuration.

C. Configuration For IPoA

Device Info . .
QuickSatup Quick Setup - WAN Configurations
Advanced Setup

Wireless

YYou can configure an ATM PVC identifier (VPI and VCI), select your WAN Link Type.
VP [0-255] o
* |

Diagnostics

Management
VI (32655351

WANLinkType: | TPoA v
EncapsulationMode: | LLC/SNAP-ROUTING .

wapnaess [
Enter the WAN IP Address, oo ]
Subnet Mask and DNS e —
addresses provided by your ISP payons: [

Secondary DNs: Joptionap

Click Next

C—)

If you did not get the IP Address, Subnet Mask and DNS addresses, please

contact your ISP for this information.




After completing the above configuration, please proceed to ' 3) Wireless
Configuration.

D. Configuration For Bridge Mode

llavicalloio Quick Setup - WAN Configurations

Quick Setup
Advanced Setup

Wireless You can configure an ATM PYC identifier (vPI and YCI), select your WAN Link Type.

Diagnostics veLo255] [0
Management

ver (32655351 [35 |

WANLinkType:  [Bridge v

Encapsulation Mode: |LLC/SNAP-BRIDGING v
Click Next

After completing the above configuration, please proceed to 3 Wireless
Configuration.

3 Wireless Configuration

Quick Setup - Wireless Configurations

Create a unique and easy to
remember name for your
wireless network. You can also -
keep the default setting without :
the device being affected

Setup page.

Ve can confure 851D and your WLAN Authentcaton oe.

[ vecesivme vse Gaaereo) o

Select a Network Authentication
(here takes WPA-PSK/WPA2-PSK
for example)

[ Create a Security Key using 8-64 characters ]7

Click Save

(\[]Y The wireless security is Disabled by default. You are suggested to select a
Network Authentication for security settings.

After completing the above configuration, please proceed to ,y Quick Setup -
Finish.




4 Quick Setup - Finish

To continue, the following page will Quick Setup - Finish

be displaved.

Congratulations! The Router is now connecting you to the
Interet. For detail settings, please click other menus if necessary.

“The changs ofwirsless confly wil nottake sfect urti the Router reboot
Clickhe buton below o reboat the router.

Teboot

Click Reboot

Now, your Modem Router has been configured and is rebooting. Please do not turn
off the Modem Router while it's rebooting.

Testing the Internet Connection

The basic settings for your Router are completed. Please open the web browser and
log on to the following websites:

http://www.tp-link.com

http://www.google.com

If the above websites can be accessed, it indicates that your Router has been
configured successfully and you can start to enjoy the Internet.

For the advanced configurations, please refer to the User Guide on the
CD-ROM provided.

The above configurations only need to be set once. If you want other
computers in your LAN to access the Internet, please connect the desired
computer to the ADSL Router directly.




Installation for Wireless N USB Adapter

If you are running Windows 2000, please install the device by referring to the
“Installation Guide” part of the User Guide on the included Resource CD.

For Windows XP

U Installing Adapter Driver

Insert the adapter into an available USB slot on your laptop. You may see the Found
New Hardware Wizard when the adapter is plugged.

Found New Hardware Wizard

This is the default setup wizard of
Windows XP. For a smoother
installation, please click Cancel
and insert the provided TP-LINK
resource CD.

Welcome to the Found New

Hardware Wizard

“windaws will search for curent and updated software by
laaking on your computer, on the hardware instalation CD, or an
the Windows Update Yeb site (nith your permissian)

niine privacy information

Can Wwindows connect to ‘windows Update to search for
software?

O Yes, this time only
(O Yes, now and every time | connect a device
O Mo, not this time

Click Next ta continue.

Click Cancel l - -

After inserting the provided Resource — —— .
CD into your CD-ROM drive. The L, seniggeard

Setup Wizard will automatically pop ‘
) Choose your language:
up on your computer’s screen. \ I l e

| Choose Install Driver&Utility




TP-LINK Client. Installation Program,

TP-LINK Client Installation Program

This program installs the river and clent uiites for your
TP-LINK Wireless N Adaper.

Click Next | -

TP-LINK Client. Installation Program,
Setup Type . ‘
Select the setup type that best suits your needs. -

Click the type of setup you prefer,

Install Client | IHlie Deseription

Istall Diiver Orly

Choose Install

Choase this oplion ta install the
diiver and clert uitis. T his is
the recommended option

Driver Only

Click Next = [T (=

TP-LINK Client Installation Program

Follow the step-by-step instructions
to finish the driver installation.

InstallShield Wizard Complete

The installation program has sussessfuly performed the
selected operations. Click, Finish to ext the Wizard.

Cancel

Click Finish l -
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2) Connecting to the Wireless Modem Router

If the Wirless Modem Router supports Wi-Fi Protected Setup (WPS)
function, you are recommanded to use the QSS (Quick Secure Setup) to
quickly connect to your wireless network. Please refer to the Appendix
Connecting to the Wireless Modem Router by QSS.

After you have successfuly installed the driver software, the icon will appear on
the bottom right-hand corner of your desktop.

Click

Network Tasks Choose a wireless network
[ Click Refresh network list } {z ) | s . —

Wireless vanual gy &

(« ﬁx)
4 secuty-enald s retwork (4PA) alll
((ay) TPUNCORETA

Select your network by the \
network name |

(‘ﬁ)) Wireless TP-LINK
1 Secuty-enbld s nework (4PA) all
(T) b
i Sy cnabled wels etwork (WPR) alll

() W2

P

Click Connect

Wireless Network Connection

The netwark "TP-LINK_DAZF7A' requires a network key (also called a WEP key or WP key))
s network key helps prevent unknown intrudsrs from connecting to this network,

Type the key, and then dlick Conmect,

‘ Input the Network key of ‘ I T -
your wireless network ‘ T -
Click Connect

If you don’'t know the wireless network key, please consult the network
administrator or login to the setup page of your Wireless Modem Router with
an Ethernet cable to check the wireless security settings. Please refer to the
manual of your Wireless Modem Router or contact the manufacturer’s
technical support for more details.

1"



() Wireless Network Connection 18 X

You have now successfully connected

H Choose a wireless network.
to your wireless network.
i information. B
e | o |
& socunty- alll]
Related Tadk@ (T) wireless Manual g
4 Learn about wreless 17 Secuy-enabled wireless network (WPA) atld
etviorig @) Wireless TP-LINK
= Bt 17 Securty-enabled wireless network (WPA) atlll
@ Change advanced (T) sl S
o i
57 secrty-ensbled wirles nebwork (W) il
((i» Wireless_2
[ —— il
((Tr) =
§2 socurty-cnablc v cless network (WPA) alll ¢

N[ If your network is an unsecured network, you will not be prompted to input the
Network key. It will connect to your network automatically.

) Installing Adapter Driver

Insert the adapter into an available USB slot on your computer. You may see the
Found New Hardware Wizard when the adapter is plugged.

This is the default setup wizard of Found New Herdware =)
Windows Vista. For a smoother Windows needs to install driver software for your Ethernet
installation, please click Cancel Controller

and insert the provided TP-LINK
resource CD.

® Locate and install driver software (recommended)
Windlows will quide you through the process of installing driver software
foryour device.

i Ask me again later
Windows will ask again the next time you plug in your device or log an.

') Don't show this message again for this device
Vour device will nat function until you install driver software.

Click Cancel

12



After inserting the provided Resource
CD into your CD-ROM drive. The
Setup Wizard will automatically pop
up on your computer’s screen.

{Choose Install Driver&Utility }—

TP-LINK

Setup Wizard

The Rellable Choice

Choose your language:

[roain o

N

UserGuide

TP-LINK Client Installation Pragram

TP-LINK Client Installation Program

This program install the diiver and ciiert uilfes for your
TR-LINK Wirsless N Adapter

Click Next

Cancel

Follow the step-by-step instructions
to finish the driver installation.

TP-LINK Client Installation Pragram

Click Finish

InstallShield Wizard Complete

The installation program has suceessull perfamed the

selected operations. Click Firish to ext the Wizard
: ish l Caneel




2) Connecting to the Wireless Modem Router

If the Wirless Modem Router supports Wi-Fi Protected Setup (WPS)
function, you are recommanded to use QSS (Quick Secure Setup) to quickly
connect to your wireless network. Please refer to the Appendix Connecting

to the Wireless Router by QSS.

Click this icon at the bottom ‘

Currently connected to:

TP-LINK-TEST3_Network
S0P” Access: Local enly

Connect to a network

arng Lenter

Etwork and

right of the desktop then click ‘
Connect to a network

Click this button to refresh \

the network list ‘

Select your network by |

the network name

Click Connect

o=}
Select a network to connect to
show [l -
AR TPunkDa2TA sﬁwq,emme“mmkl Ml H
g TP-LINK BEN Unsecured network M
A s Secuity-ensbled network ol
- -

[ Input the Network key ]7 —{ ]

Type the network security key or passphrase for TP-LINK_DA2F7A

The person who setup the network can give you the key or passphrase.

Security key or passphrase:

) Display charscters

57 Iyouhave a USE flash diive with network settings for TP-LINK_DA2F7A, insert it

Click Connect

14



If you don’t know the wireless network key, please consult the network
administrator or login to the setup page of your Wireless Modem Router with
an Ethernet cable to check the wireless security settings. Please refer to the
manual of your Wireless Modem Router or contact the manufacturer's
technical support for more details.

You have now successfully connected
to your wireless network.

Successfully connected to TP-LINK_DA2F7A

Save this network for Wit nee®
automat|ca|ly Connectlng art this connection automatically

Click Close .@J

[\leJz] If your network is an unsecured network, you will not be prompted to input the
Network key. It will connect to your network automatically.

%

_v Installing Adapter Driver

Insert the adapter into an available USB slot on your computer.
After inserting the provided Resource
CD into your CD-ROM drive. The

Setup Wizard will automatically pop
up on your computer’s screen. \ l l —

TP-LINK Setup Wizard

TLWNA2IN

{Choose Install Driver&Utility

15



TP-LINK Client Installation Program
TP-LINK Client Installation Program

This program install the diver and oliert ufliies for your
TP-LINK \wireless N Adapter.

Click Next ‘ o
Follow the step-by-step instructions TP-LINK Client Installation Program

to finish the driver installation.

InstallS hield Wizard Complete

The installation program has successfully performed the:
selected operations. Click Finish to exit the Wwizard

Click Finish ‘ == [ [

2) Connecting to the Wireless Modem Router

After you have successfuly installed the driver software, the icon n will appear on
the bottom right-hand corner of your desktop.

9:27 AM

’ 4/2/2010

Click =

16



‘ Click this button to refresh |
the network list

Mot connected

Iﬂ l | Connections are available

Wireless Network Connection

-~

TP-LINK T

Select your network by
the network name TP-LINK_DAZFTA I 1-11!_

Click Connect [¥] Connect automatically

Open Network and Sharing Center

- —
= ==

Type the network security key

Input the Network key of |
your wireless network |

curity key: | I

[¥] Hide characters

Click OK oK

If you don’t know the wireless network key, please consult the network
administrator or log on to the setup page of your Wireless Modem Router
with an Ethernet cable to check the wireless security settings. Please refer to
the manual of your Wireless Modem Router or consult the manufactory’s
technical support for more details.

17



You have now successfully connected
to your wireless network. Currently connected to:

F=3 TP-LINK_DAZF7A
Mo Internet access

Wireless Network Connection ~

TP-LIMNK_DAZFTA Connected ,‘.ﬂ!_

TP-LINK oL

Open Metwork and Sharing Center

IN[eirsY If your network is an unsecured network, you will not be prompted to input the
Network key. It will connect to your network automatically.

18



Appendix
Connecting to the Wireless Modem Router by QSS

QSS function is not supported in Windows 7 OS.

‘1 Installing the QSS Driver

TP-LINK Setup Wizard

The Reliabi

Choose your language:
[znatien e
Note: Please select the

{Click QSS Installation

Follow the step-by-step instructions 088 Installation Program
to finish the QSS installation.

InstallShield Wizard Complete

The Instalation Program has successiuly performed the
selzcted operations, but the system needs to be rebaated
before al of the changes wil iske effect. Do you want to
restart your computer now?

@es, T want to restart my computer row!
© Mo, | will estart my computer later

Remove any disks from their drives, and then click Firish to
complete setup.

Click Finish 1 S Corce

\9 Connecting to the Wireless Modem Router

If your Wireless Router has a Q@SS button (other brands may call it Wi-Fi
Protected Setup button), use method one to connect to your network.
Otherwise, use method two to connect to your network.

19



Method One:

Connecting to the Wireless Modem Router by pushing the QSS button

Push the QSS button on the |

front panel of the Router

Press the QSS button W
on the Adapter J

Wait for the adapter to connect to
the Wireless Modem Router.

\\
QSS for Wireless 3]
Configuring the wireless network
Selected network: TP-LINK_DAZF74.
FReseliing the connection.
| )




Click Finish to complete the
connection.

QS5 for Wireless )

(@)

Wireless Configuration Completed
‘Your camputer has successfully jined the TP-LINK_DAZF7A netwark

Method Two :

Connecting to the Wireless Modem Router by PIN

Double click the icon [ on the
desktop to open the QSS Utility where
this page may prompt.

QS5 for, Wireless X
Welcome to QSS

0S5 is compatible with WiFi Protected Setup™
This youthrough iteless network.

S5 simplfies sefing up & wireless network, It uses Wifi Pratected

el
(((m))) Setup to configure your wireless network,

Quick secure setup

Click Next

Select Enter the PIN fromw

(==

QS5 for Wireless X]

Join a Wireless Network.

0S5 is preparing to join vour campute to a wirsless network.

“which setup method do you wart to use?

© Push the button on my access point

O Enter a PIN into my access point or a registrar

(©) Enter the PIN from my access point

my access point ]

Enker the PIN from your aceess point below and elick Next o confinue,

Input the PIN printed on |
the back of the Router ‘

o { 23303586 l

Automaticaly selest the network [7]

Click Next

21




Wait for the Adapter to connect to
the Wireless Modem Router.

Click Finish to complete
the connection.

% qss for Wireless X]

((EX)

Configuring the wireless network

Searching for a network

| )

Currert PIN; 23303585

% qss for Wireless X]

()

Wireless Configuration Completed
“Your computer has successfully joined the TP-LINK_DAZF7A network.

Click Finish

22



Technical Support

For more troubleshooting help, go to
www.tp-link.com/support/faq.asp

To download the latest Firmware, Driver, Utility and User Guide, go to
www.tp-link.com/support/download.asp

For all other technical support, please contact us by using the following
details:

Global USA/Canada
Service Language: English Toll Free: +1 866 225 8139
Tel: +86 755 26504400 E-mail: support.usa@tp-link.com
E-mail: support@tp-link.com Service time: 24hrs, 7days a week
Service time: 24hrs, 7days a week
Singapore
Australia & New Zealand Tel: +65 62840493
Tel: AU 1300 87 5465 E-mail: support.sg@tp-link.com
NZ 0800 87 5465 Service time: 24hrs, 7days a week

E-mail: support@tp-link.com.au
Service time: 24hrs, 7days a week UK
Tel: +44 (0) 845 147 0017

Switzerland E-mail: support.uk@tp-link.com
Tel: +41 (0)848 800998 (German Service time: 24hrs, 7days a week
service)

E-mail: support.ch@tp-link.com Germany / Austria

Fee: 4-8 Rp/min, depending on rate Tel: +49 1805 875465 (German

of different time Service) / +49 1805 TPLINK

Service Time: Monday to Friday 9:00  E-mail: support.de@tp-link.com
ADM th i?g PM. GTMT” or GMT+2 Fee: 0.14 EUR/min from the German
(Daylight Saving Time) fixed phone network and up to 0.42

EUR/min from mobile phone

Malaysia T .

. Service time: Monday to Friday 9:00
Legl[_ﬂ,\ﬁ%o 88 875465 (1300 88 AM to 6:00 PM. GMT+ 1 or GMT+ 2
Email: support.my@tp-link.com (Daylight Saving Time in Germany)
Service Time: 24 hours a day, 7 * Except bank holidays in Hesse

days a week



mailto:support.my@tp-link.com�
mailto:support.de@tp-link.com�
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