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Application Guide

Chapter 1. Topology and USB Device
Note: Here in this guide, we take the configuration procedures of TL-WDR4300 for example.

1.1 Typical Topology

Internet

;
i

LSE Flash Device

Router

Remote PC

Figure 1-1 Typical Topology

& Note:

1. USB Flash Device stands for FTP Server in this topology.

2. Local PC here means the PC that is in the same subnet with the FTP Sever. Local PC can
access the FTP Server by LAN (Local Area Network), which is called LAN Access.

3. Remote PC here means the PC that is not in the same subnet with the FTP Sever. Remote PC
needs to go through the Internet if needed to access the FTP server, which is called WAN

Access.
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1.2 Special Topology

Internet

|

ADSL Modem

TL-WDR4300

Raoutar
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i

LI58 Flash Device Local PC Remaote PC

Figure 1-2 Special Topology

& Note:

The WAN port of TL-WDR4300 is linked to the LAN port of an xXDSL modem. If the modem has
already obtained a public IP by dialing to the Internet with the username and password provided
from your ISP and TL-WDR4300 obtains its IP through Dynamic IP service provided by the modem,
the remote PC cannot reach the FTP server through the WAN IP of TL-WDR4300 because the
WAN [P of TL-WDR4300 is not a public IP in case of this situation. You can consult the vendor of
the modem to modify some settings to let the TL-WDR4300 obtain public IP or assign a specific
port for FTP server application with private IP.

1.3 USB Device

The USB Flash Device taken for example here is Kingston 1GB USB Flash with one volume which
includes 3 folders (tplink01, tplink02, tplink03) and 3 files (test01.doc, test02.doc, test03.doc).

The following part would help you set up a FTP server and download the files from the FTP server
through a USB Flash.
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Chapter 2. Configuration of the Wireless Router

To set up your FTP Server, please follow the instructions below:

1. Make sure you have a PC connected to the wireless router, either through wireless connection
or wired connection.

2. Plug an external USB hard disk drive or USB flash drive into the USB port on the back panel of
the Router.

3. Open a Web browser and type the Router’s default domain name http:/tplinklogin.net in the

address field to log in the Web-based configuration utility. Then press Enter key.

A Cannot find server - Microsoft Internet Explorer

File Edit Miew Favorites Tools Help

.ﬁ.gldress| http:  feplinklogin, et v| w4 Go

Figure 2-1 Type in Default Domain Name

4. After a moment, a login window will appear. Enter admin for the User Name and Password,

both in lower case letters. Then click the OK button or press the Enter key.

Connect to tplinklogin. net

TP-LTHE Wireless Dual Band Gigabit Router WOER4300

Lser name: | €7 admin w |

Password: | senee |

Permember my password:

[ 04 ] [ Cancel

Figure 2-2 Login Window


http://tplinklogin.net/�

Applica de

5. Go to USB Settings->FTP Server, the screen will appear as shown in Figure 2-3. The IP

behind Internet Address would be used to access the FTP server.

TP-LINK'

Status

Quick Setup
Network

Dual Band Selection
Wireless 2.4GHz
Wireless 56Hz
DHCP

USB Settings

- Storage Sharing
-FIP Server

- Media Server

- Print Server
-User Accounts
NAT

Forwarding

Security
Parental Control
Access Control
Advanced Routing
Bandwidth Control
IP & MAC Binding
Dynamic DNS

System Tools

FTP Server Configuration

ServerStatus:  Stopped

Internet Access: @ Enable () Disable

N750 Wireless Dual Band Gigabit Router
Model No. TL-WDR4300

Service Port. 21 (The defaultis 21, do notchange unless necessary.)

Internet Address: __ 213.18.0.163
Add New Folder to Share

Name Partition Folder

Modify

No folders set Plug an external USB drive into this Router, and make sure itis connected to the Router

Save

FTP Server Help
You can configure fip server on this page
Follow the instructions below to set up your ftp server:

1. Plug an external USB hard disk drive or USB flash drive into this
Router

2 Clickthe Enable/Disable radio boxto enable/disable internet access
1o ftp from WAN port

3. Change the Service port to speciy a port for fip senver to use
(defaut 21).

4. The Internet Address displays the WAN [P address of this router, 5o
that others can access fip through this address.

5 IfWan type is PPPOE/PPTP/L2TP, there would be two connections
Therefore, users can access fip server via two connections. Users in
a private LAN can access fip serer via Public Address while
intemet users can access fip server via Internet Address.

6. Clickthe Start button to start the ftp server

On this page, when a share folderis added, you can view its display name,
volume partition, folder path and you can delete the share foldsr by click
delete button,

« Name-This folders display name.

« Partition - The volume that the folder resides. Volume 18 is
mapping to USB port 1, Volume 8-16 is mapping to USB port 2

« Folder - The real full path of the specified folder.

« Edit-You can edit the share folder by click edit button

« Delete - You can delete the share folder by click delete button

Hote:

Figure 2-3 FTP Server Configuration

6. Select the Enable box to enable Internet Access to FTP from WAN port.

7. Specify a Service Port for FTP Server. (The default is 21. Do not change it unless necessary.)

8. Click Add New Folder to add new folders for the FTP Server. The Local PC or Remote PC can

only access the folder you add here.

9. Enter a display name for the share folder in Display Name edit box, for example, TP-LINK.
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10. Select the Share entire partition or a specific folder option. If you select Share entire

partition, the folders contained in this partition will all be shared.

TP-LINK'

Status
Quick Setup
Network

Dual Band Selection
Wireless 2.4GHz.
Wireless 5GHZ

DHCP
USB Settings

- Storage Sharing

- FTP Server

- Media Server

- Print Server

NAT
Forwarding

Security

Dynamic DNS

System Tools

11. Click the Save button to save the settings and the screen will appear as shown in the figure

below.

- User Accounts

Parental Control
Access Control
Advanced Routing
Bandwidth Control
IP & MAC Binding

N750 Wireless Dual Band Gigabit Router
Model No. TLWDR4300

Add or Modify Share F¢ r

Display Name: TPLINK
[ Partition: [v]Bnare entire partition |
Folder Location:  /
Select  Folder

novel
soft
It
FRIPER

FTP Server Add New Folder Help

You can add 3 new share folder for ftp Server on this page.

Followthe instructions belowto add a new share folder for your fip server
1. Selectthe Share entire partition or a specific folder option.
2. Enter display name of the share folder in Display Name edit box
3. Clickthe Save button to save the configuration

Note:

Display Name - You can enter a display name for share folder.

Share entire partition - You can select this option and then the folders
followed will all be shared,

Select-You can selectthis option to share the specify folder.
upper - You can click the upper button to go into the upper folder.
Folder - Name offolders that s in current path.

Save -You can dlick the Save button to save your setiings and page will be
fedirected to the ftp server configuration page.

Back - You can dlick the Back butten to discard the settings and just ga to
the fip server configuration page.

TP-LINK’

Status
Quick Setup
Network

Dual Band Selection
Wireless 24GHz
Wireless 5GHz

DHCP.
USB Settings.

- Storage Sharing

-FTP Server

- Media Server

- Print Server

- User Accounts

NAT
Forwarding

Security

Dynamic DNS

System Tools

Parental Control
Access Control
Advanced Routing
Bandwidth Control
1P & MAC Binding

FTP Server Configuration

Server Status:
Internet Access:
Service Port:

Internet Address:

Figure 2-4 Add or Modify Share Folder

N750 Wireless Dual Band Gigabit Router
Model No. TL-WDR4300

Stared

& Enable O Disable

(The default is 21, do not change unless necessary.)

218.18.0.163

Add New Folder to Shi

Name Partition

TP-LINK volume1

Folder Modify

volume1 Edit Delste

Save

FTP Server Help
You can configure ftp server on this page.
Fallowthe instructions below o et up your fio server.

1. Plug an external USB hard disk drive or USB flash drive into
this Router.

Click the Enable/Disable radia box to enable/disable internet
access to ftp from WAN port

Change the Service port to specify a port for fip senver to use
(default 21).

The Intenet Address displays the WAN IP address of this
router, 50 that others can access fip through this address.

If Wan tpe is PPPOE/PPTPIL2TP, there would be two
cannections. Therefore, users can access fip senver via two
cannections. Users in a private LAN can access ftp servervia
Public Address while intemet users can access ftp servervia
Internet Address

6 Clickthe Start button to startthe ftp server.

N

-

On this page, when a share folder is added, you can view s display
name, volume partition, folder path and you can delete the share
folder by click delete buton,

« Name- This folders display name.

 Partition - The volume that the folder resides. Volume 1-2 is
mappingto USB port 1, Velume 3-15 is mapping to USB port
2

Folder - The real full path of the specified folder.

Edit- You can edit the share folder by click edit button.

Delete - You can delete the share folder by click delete
rut;

Figure 2-5 Click Save

12. Click the Start button to start the FTP Server.

& Note:

1. The max share folders number is 10. If you want to share a new folder when the number has

reached 10, you can delete an existing share folder and then add a new one.

-6-
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2. The change of the FTP settings will not take effect until the FTP Server is restarted.

3. Currently, there is quantitative restriction of FTP Server user. For example TL-WR1043ND
supports 2 users at the same time, and TL-WDR4300 supports 4 users at the same time.
Therefore, if you want to log in, make sure that the number of login-user is less than the
maximum quantity. Once the number of users had reached the maximum quantity, the

following users would fail to log in even if they have input the correct username and password.

4. If a folder contains subfolders, you will see the configuration page as below when you try to
Add New Folder. You can select the radio box under Select to share the specified folder and

click the upper button to go to the upper folder.

N750 Wireless Dual Band Gigabit Router
Model No. TL\WDRA300

TP-LINK'

Status

Quick Setup Add or Modify Share Folder

Network Display Name: TP-LINK

FTP Server Add New Folder Help

You can add a new share folder for fip server on this page.
Dual Band Selection Partition:  [] Share entire pariion

Wireless 2.4GHz Follow the instructions below to add a new share folder for your fip
Folder Location: server.

Wireless 5GHz
DHCP 1. Selectthe Share entire partition or a specific folder option.

- 2. Enter display name of the share folder in Display Name ecit
USB Settings Select  Foider box.
 Storage Sharing 3. Clickthe Save button to save the configuration
-FTP Server Note:
- Media Server ik

® Display Name - You can enter a display name for share folder.

- Print Server ® tplink02
- User Accounts © tplinko3 Share entire partition - You can select this option and then the

NAT
Forwarding
Security
Parental Control
Access Control
Advanced Routing
Bandwidth Control
1P & MAC Binding
Dynamic DNS

System Tools

folders followed will all be shared.

‘Select - You can selectthis option to share the specify folder
upper - You can click the upper button to go into the upper folder.
Folder - Name of folders thatis in current path

‘Save - You can click the Save button to save your settings and page
will be redirected to the fip server configuration page.

Back - You can click the Back button to discard the setings and just
o to the fip server configuration page

Figure 2-6
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Chapter 3. Access via Web Browser

Here we take the Web browser Internet Explorer for example.

3.1  WAN Access

1. Input the Internet Address in |E address field. (The address can be found on FTP Server page
as shown in Figure 3-2. Here is ftp://218.18.0.163.).

Address frpefi218.18.0,163

Figure 3-1 Input Internet Address

TP-LINK

Status

Quick Setup FTP Server Configuration

Network

Dual Band Selection Server Status: Stopped Start

Wireless 2.4GHz Internet Access: (® Enable () Disable

Wireless 5GHz Service Port: (The defaultis 21, do not change unless necessary.)
DHCP | Internet Address: 218180 163 |

IEBEEL 22 [ Add New Folder to Share ]

- Storage Sharing

-FTP Server

Figure 3-2 Internet Address

2. Press the Enter key and a login window will pop up as shown below. Enter the User name and
Password of the wireless router (default username: admin, default password: admin, both in

lower case letters) and then click Log On.


ftp://218.18.0.163/�

Application Guide

Log On As [X

Either the server dogs nat allove anonymous logins or the e-mail address was nok
accepted.

FTF server: 218,18.0.163

User name: | ¥

Passwaord: | |

After wou log on, wou can add this server o wour Favorites and return ko it easily.

‘,i\l‘ FTP does not encrypt or encode passwords or data before sending them to the
server, To proteck the security of wour passwords and data, use \Web Folders
[webDad) instead.,

Learn more about using Web Folders,

[JLog on anorymously [ 5ave password

[ Logon H Zancel

Figure 3-3 Log On
3. Now you can see the IE as Figure 3-4. Double-click the folder TP-LINK.

File Edit \iew Favorites Tools Help

@Back - g .? f__"Search 0= Folders = 3 x n ' i!;‘ié Folder Sync

fiddress (@] Frpej218.18.0. 163

_

TP-LINK

Figure 3-4
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4. You will see the files contained in TP-LINK as below.

File Edit %iew Favorites Tools Help
@Back - J ﬁ f__‘Search {5 Folders | |2 [ 5* x E) v I!“f;\' Falder Svnc
pddress |($] ftp: i218.18.0. 163/ TP-LINK]
tplink0t tplink0z2 tplink03 test01.doc test02.doc test03.doc
Figure 3-5

5. To open a folder, right click the folder, for example tplink02, and select Open option.

To download a file, right click the file, for example test03.doc, and select Copy option.

File  Edit

Wiew  Favorites  Tools  Help

@Back o J .ﬁ /._‘Search ]

" Folders !;’ l__‘i\f‘ x g v I!'E_Fj Folder Svnc

Address | (8 frp:j{218.18.0, 163 TP-LINK]

tplinka1l SNl
Explare
Copy Ta Falder...
Cut
Copy
Delete
Rename

Properties

B =

=01.doc test02.doc test03 doc

el open ) ]

Figure 3-6

-10 -
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File Edit View Favorites Tools  Help
@Back > | .? f._"Search = Folders !;} lj‘} x n v iﬁl;\' Folder Sync
pddress |8 ftp:)f218,18.0, 163/ TP-LINK/
tplinkd1 tplinkoz tplinko3 testdl.doc test02,doc ZEEER  Open
Copy To Folder...
Cut
Delete
Renarme
Properties
Figure 3-7

& Note:

When trying to open a file by double-clicking the file, an error will occur as shown in Figure 3-8. We

recommend that you use Copy and Paste method to download the file on FTP Server.

@ The page cannot be displayed

The page you are looking for is currently unavailable. The web
site rnight be experiencing technical difficulties, or you may need
to adjust your browser settings.

o To attemnpt fixing network connectivity problems, click

- Tools, and then click "Diagnose Connection
Problems...”

Other antinns to e

Figure 3-8

-11 -
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3.2 LAN Access

1. Go to Start->Run, input cmd as below, then click OK or press Enter key.

Type the name of a program, folder, document, or
Internet resource, and Windows will open it Far you,

Open: | o w

[ Ik H Zancel H Browse, .,

Figure 3-9
2. You will see the interface as below.

et C:AWINDOWSAsystem32\cmd. exe

Microsoft Windows RP [Uersion 5.1.26881
(G> GCopyright 1985-2881 Microsoft Corp.

C:“Documents and Settings“Administrator’

Figure 3-10

3. Input ipconfig, and press Enter key. Write down the |IP address behind Default Gateway as
shown in Figure 3-11. (Here is 192.168.0.1).

-12 -



WINDOWS\system32\cmd. exe

Microsoft Windows RP [Uersion 5.1.26881
(G> GCopyright 1985-2881 Microsoft Corp.

C:“Documents and Settings“Administrator>ipconfig

Windows IP Configuration

Ethernet adapter Local Area Connection:

Connection—specific DNS Suffix

IP Address. . . . . . - - - - - . = 192.168.08.188
Subnet Mask : 255.255.255.8
Default Gateway ;192 .168.8.1

C:“Documents and Settings“Administrator’

Figure 3-11
4. Input the address (The address written down in Step 3. Here is192.168.0.1) in IE address field
in format of ftp://192.168.0.1 and then press Enter key,

Address frpeff19z.1658.0.1

Figure 3-12

A login window will pop up as below. Enter the User name and Password of the wireless router
(default username: admin, default password: admin, both in lower case letters) and then click
Log On.

-13 -
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Log On As

®

accepted.

FTP server:

Either the server dogs not allow anonymous logins or the e-mail address was nok

192,163.0.1

User name: ||

Password: |

('ebDaN) instead.

After wou log on, vou can add this server bo your Favaorites and return to it easily.

FTP does not encrypt or encode passwords or data before sending them to the
setver. Toproteck the security of wour passwords and data, use \Web Faolders

Learn more about using Web Folders.

[JLog on anonymoush

[]save passward

[ Log on ]’ Cancel

Figure 3-13

5. Now you can see the IE as below, double-click the folder TP-LINK.

Eile

Edit  Wew Favorites

@Back - _J.: Iﬁ f__"lﬁearch e Folders | |G | 3¢

Tools  Help

Address | (8] frpif192,168.0,1f

J

TP-LIMNE

Figure 3-14

-14 -
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6. You will see the files contained in TP-LINK as below:

File  Edit ‘iew Favorites Tools  Help
@Back - _J ﬁ j._\'Search W~ Folders | gy | 3» x g E
Address ([ ftpi192,168.0.1 TP-LINK]
kplinkil kplinkiz tplinki3 tesk01,doc kest02, doc keskd3, doc
Figure 3-15

7. To open a folder, right click the folder, for example tplink02, and select Open option.

To download a file, right click the file, for example test03.doc, and select Copy option.

File  Edit Miew Favorites Tools  Help
@Back - _J ﬁ /_\ Search |~ Folders !';» Ij\i x g v I!'Eé Falder Sync
Address | (1 fpeif192. 168.0,1/TP-LINK/
tplinkD1 ik t0l.doc  testO2.doc  test03.doc
Explore k
Copy To Folder, ..
Cut
Copy
Delete
Rename
Properties
Figure 3-16

-15-
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File Edit Wiew Faworites Tools  Help

@Back - _J': .ﬁ f__\'Search /e Foldars !‘;ﬁ lj‘:l x E’ v I!’Eﬂi}l Foldetr Sync

Address | (&1 fepif192,168.0.1 TP-LINK]

JoD oo = o= W
testO

tplink01 tplink02 tplink03 test01.doc test02 . doc

Open
Copy To Folder, ..

Cuk

Delete
Rename

Properties

Figure 3-17
& Note:

When trying to open the file by double-clicking the file, an error will occur as shown in Figure 3-18.

We recommend that you use Copy and Paste method to download the file on FTP Server.

@ The page cannot be displayed

The page you are looking for is currently unavailable. The web
site rnight be experiencing technical difficulties, or you may need
to adjust your browser settings.

o To attemnpt fixing network connectivity problems, click

- Tools, and then click "Diagnose Connection
Problems...”

Other antinns to e

Figure 3-18

-16 -
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Chapter 4. Access via PC Client Software
Here we take CuteFTP Professional 8 for example.

41 WAN Access

1. Open the CuteFTP and it will show as below.

[ GlobalSCAPE - CuteFTP 8.3 Professional

Fle Edt View Tools Window Help BuyNowl|
DHAR-INRPERDO (OO BAAI X A0 BV

Host:| Q| [Gerere P btz | & D8

Local Drives Site Manager “r

(= 17 General FTP Sites
[] GlobalscAPE Dowrload Site:

* | aueue Window | Log Window

/@ Item Mame Address | <> Size | Progress Local Remoke Start time

Firish time: Elapsed Left | Speed | Muti-

Figure 4-1

-17 -



Application Guide

2. Go to File->New->FTP Site or press Ctrl+N to open a new Site properties.

Site Properties for: Untitled(1)

General | Type | Actions | Options |

Label:

lnited(1)

Host address:

Isername: Login method

| | D Maormal
Passward: (®) finarymous
| | (") Double
Cornments:

l Connect _H [o]4

H Cancel H Help

Figure 4-2

Label: Name of the site.

Host address: The
218.18.0.163).

3. Set the dialog box as below and click Connect.

Internet Address of FTP Server configuration page (Here

TP-LINK'
Status
Network
Dual Band Selection Server Status: Stopped Start
Wireless 2.4GHz Internet Access: (2) Enable () Disable
Wireless 5GHz Service Port: 121 |(The defaultis 21, do not change unless necessary.)
DHCP Internet Address: 218.18.0.163 |
LEDETE T [ AddNewFolderto Share |
- Storage Sharing
-FTP Server
Figure 4-3

Username: Default setting of the wireless router is admin in lower case letters.

-18 -
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Password: Default setting of the wireless router is admin in lower case letters.

Comments: The information that you want to record for the specific site.

Login method: select Normal

» Normal - The user name and password are mandatory to connect to a site.

» Anonymous - The site does not require any user name and password.

> Double - The user name and password are required twice to connect to a site.

Site Properties for: FTP Server

General .T\,-'pe Actions | Options

Label:
|FTP Server

Host address:

218.18.0.163

IJsername: Login method
E-al'i”"in l (= jormal
I;assword: . ) Anonymous
f..... () Double

camments:

[3

Zonneck ] [ Ok

H Cancel H Help

Figure 4-4

-19 -
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4. Now you can see the folder TP-LINK in the panel. Double-click the folder.

[ Fe Edt vew Tooks window Hep e |2 x|
v R-SNFERaDO [0 0
Host [216.16.0.163 | username: fodmn 70
[ LocalDrives * site Manager | [ Fp server |
= General FIP Sites & FER L ]
PP server
) dobascapt Dovrload ste / Name B dfied Atubuces | Descrtion Ourer
reunk 4.00KB File Folder 1111970 drwrwixr, o
COMMAND: > [7/8/2011 3:33:07 PM] LIST -~
STATUS: > [7/8f2011 3:33:07 PM] Connecting FTP data socket. .. 218.18.0.163:57024.
[7/8f2011 3:33:07 omes the directory listing.
[7/8f2011 3:33:08 PM] 226 Directory send OK.
STATUS: > [718f2011 3:33:08 PM] Directory listing completed.
* | queue Window | LogWindow |
# Remame Bddess | <> 5o Proges Loca Remoe stattime i tne Hapsed Lot Speed Mukip.. Status

Figure 4-5

5. You will see three subfolders and three files in the TP-LINK folder.

8 GlobalSCAPE - CuteFTP 8.3 Professional - [FTP Server - 21

[ Ble Edt vew Tods window el (B Now . IMEI Y|
0 SNPEp@do (0 0 Fd3I X108V
Host [216.18.0.163 ] username: [admin | passwor part: 21 s 0
(iocalbives)) site Manager | s [rmsemen)
£ General FTP Sites. & ek Y2 1 aex3R 8
FIP Server
Glob5CAPE Dovrioad Ste / Name sz Type Modied Atrbutes | Description Oner
Dtpinkot 4.00KB  File Folder 717/2011 3:02:00...  drwxrwxr. o
Oitpinko2 4.00KB  File Folder 7i7j2011 :00...  drwxrwxr, o
(= 4.00KB  File Folder 717/2011 3:02:00...  drwxrwi . o
#restot doc 19.50K8  Microsoft Office... 7/4/2011 S:16:00... -rwirwxrwx 0
Brestoz.doc 19.50KB  Microsoft Office... 7/4{2011 5:26:00... -rwrwxrwic 0
Brestos.doc 19.50KB  Microsoft Office... 7/4{2011 7:37:00... -rwrwxrwc 0

CoMMAND>  [7/8/2011 33401 PHILIST =
STATUS: > [7/6/2011 3:34:01 PH] Connecting FTP data socket ., 216.18.0, 16359384,
(71812011 3:34:01 PM] 150 Here comes the drectory lsting.
[716/2011 3:34:02 PM) 226 Directory send OK..
status:> (71812011 3:34:02 PM] Directory ting completed, .
* [ Queue Window | Logwindow |
# ltemName address <> See Progress Locel Remote Start tine Fiish time Elpsed Lot Speed Mulip.. Status

Figure 4-6

-20-
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6. Double-click a file and it will be downloaded automatically.

8 GlobalSCAPE - CuteFTP 8.3 Professional - [FTP Server - 218,180,163, Status: Connected]

() fie | £t Vew Tooks Window Hep T =] x|
ZR-FNFERAO OO0 BASIXAOBV
Host: 218.16.0.163 | Username: [sdmin | Password: esees Pl || & O @

(iocalbives) site Manager | > [ERseen) ,
& £ Generl FIP Sites [ e YriREXEo 8
FTP Server = = =

ﬂc\abas(nviowmﬂadsme / Name S22 Type Modied owner
Dttt 400KB  Fll Folder 21712011 3:02:00... o
4.00KB  Fil Folder 71212011 3:02:00. o
400KB Fil Folder 2ff2011 3:02:00 o
19508 Microscft Office.. 7/4/2011 5:16:00 o
19.50K8  MicrosoftOffce... 7/4/20115:26:00... o
1950KB. Microsoft Offce.. 7/420117:37:00 o
COMMAND> _[7[ef2011 3134129 PH] RETR test.doc ]
STATUS: > [7/5/2011 3:34:29 PM] Conniecting FTP data socke... 216.18.0. 16357454
[7/sf2011 33430 1] A
(71812011 3:34:32 PM] 226 Transfer conplete.
STaTUS: > (71512011 3:34:32 PH] e transfer complete. 4
* | Queue Window | LogWindow |
# Ttemane Bddess | <> sz Progess Local Remote Stattme | Frishtme Eopsed Lot Speed Mubip.. Status
E | testoadec 2818, = 1250 I JTP-LINK st o TIGIZ011 334:28PM 7/GIZ011 HI4G2PM DO000  0:00:00 13057... Normal  Fished

& Note:

Figure 4-7

When you connect to a site, your My Documents folder is the default local folder to save your

downloaded files, and the default remote folder is the folder specified when you configured the site.

You can specify a different local folder and/or remote folder to appear in the Local and Remote

panels when you log in to a site.

4.2 LAN Access

1. Go to Start->Run, input cmd as shown below and then click OK or press Enter key.

open: ' |

Type the name of a program, folder, document, ar
Internet resource, and Windows will open it for you,

[ K H Zancel H Browse, ., ]

Figure 4-8
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2. You will see the interface as below.

WINDOW Sisystem3 Memd. exe

Microsoft Windouws HP [Uersion 5.1.260@]
CC>» Copyright 1985-2881 Microsoft Corp.

C:“Documents and Settings“dministrator>,

Figure 4-9
3. Follow the cursor, input ipconfig and press Enter key. Write down the IP address of Default
Gateway as shown in Figure 4-10. (Here is 192.168.0.1).

WINDOW Sisystem3 Memd. exe

Microsoft Windouws HP [Uersion 5.1.260@]
CC>» Copyright 1985-2881 Microsoft Corp.

C:~Documents and Settings™idministrator>ipconfig

Mindows IP Configuration

Ethernet adapter Local Area Connection:

Connection—specific DNS Suffix

IP Addres : 192.168.08.188
Subnet Mask : 255.255.255.8
Default Gateway ] 192.168.8.1

C:“Documents and Settings“dministrator

Figure 4-10
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4. Open the CuteFTP and it will show as below.

[ GlobalSCAPE - CuteFTP B.3 Professional

Fle Edt tew Took Window telp S BuyNowli |
DA FNPEREO|0 0 BFASIXA0BV]
| B[ e o] S e

Local Drives  Site Manager <
B [ GeneralF

TP Stes
) GlobalSCAPE Dowrload Ste

* | queue window | Log Window <

F # ItemName Address | <> Size | Progress Local Remote Start time Finish time Elapsed Left  Speed Mt

Figure 4-11

5. Go to File->New->FTP Site or press Ctrl+N to open a new Site properties.

Site Properties for: Untitled(1)

General |Type | Actions || options |

Label:
| NS,

Host address:

Username: Login method

| | D Maormal
Password: (®) pnanymous
| | () Double
cormments:

L Connect J[ Ok J[ Cancel ][ Help J

Figure 4-12
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6. Set the dialog box as below and click Connect.
Label: Name of the site.
Host address: The IP of the Default Gateway written down in Step 3 (here is 192.168.0.1).
Username: Default setting of the wireless router is admin in lower case letters.
Password: Default setting of the wireless router is admin in lower case letters.
Comments: The information that you want to record for the specific site.
Login method: Select Normal.
» Normal - The user name and password are mandatory to connect to a site.
» Anonymous - The site does not require any user name and password.

> Double - The user name and password are required twice to connect to a site.

Site Properties for: FTP Server g|

General | Type | Actions | Options

Label:

FTP Server

Host address:

192,1658,0.1

Username: Login method
admin (%) Wormal
Password: (O anonymaus
TIIY] OQDLIHE
Comments:

I

Connect ] [ [al's ] [ Cancel ] [ Help

Figure 4-13
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7. Now you can see the folder TP-LINK in the panel. Double-click the folder.

® GlobalSCAPE - CuteFTP 8.3 Professional - [FTP Sever

Connected]
) Bl Edit View Tools Window Help
o B-ANEERR O

IR
>
it it B serane [sin S0
[ LocalDrives /~ site Manager | 4+ [FIp Sever |
= [ General FTF Sites &/ L)
a Z‘TZS‘:VCE;FE omlon S / Name Size Type Madified Atiriutes  Description Qwrer
. ownioed St DTP-LINK 400KE FileFoder  1/1/1970 drwnrw, 0

COMMAND: > [7/8]2011 4:07:57 PM] LIST ~
STATUS: > [7/8/2011 4:07:57 PM] Connecting FTP data socket... 192.168.0.1:56327. -
7/6/2011 4:07:57 PM] 150 Here comes the drectory lstig.
(71812011 4:07:57 Ph] 226 Directory send CK.
STaTUs: > [7/8/2011 4:07:58 Ph] Directory lsting complete.
pd
* [ nueue Window | Log Window
/. # lemName addr. | <> Sie| Progess Local Remate Start time Finish time Elapsed  Left  Speed Mult

Figure 4-14
8. You can see three subfolders and three files in the TP-LINK folder.

® GlobalSCAPE - CuteF TP Professional - [FTP Sever

Status: Connected]
() Fle Edt view Took window Help EE
VAR INPERRO(O-O ASI X0V
st ki et ] username: [osmn | Passmord SO0
[ LocalDrives ) siteManager | < [ Fp sever |
= £ Gereral FTP Sites 2 /TP-LINK Cl
] Z‘TZS‘:VCE;PE S 7 Name Sz Type Modified Attributes | Description Owner
Iobal ovinload St Dplnkt 4.00KB File Folder 747/2011 3:02...  drwrw, 0
Ditplinko2 4.00KB File Folder 7/7/2011 3:02, dranrw, 0
Dtplinkn3 4.00KE File Folder 7/7/2011 3:02, . 0
®testDl.doc 1950 Microsoft Wo...  7/4/2011 5:16. PP, o
®testD2.doc 1950 Microsoft Wo...  7/4/2011 5:26. TR, o
W testD3.doc 1950 Microsoft Wo...  7/4/2011 7:37. TR, o
COMMAND: > [7/8(2011 4:08:38 PM] LIST -~
SaTuS:> [7/5/2011 4:08:38 PI] Conecting FTP data soclet... 192.168.0.1:53723
[7/5/2D11 4:08:38 PM] 150 Here comes the drettory Isting.
[7/3/2011 40836 PM] 226 Diectary send
status:> (71312011 4:08:36 ] Dectorylsting completed. -
* [ queue window | Logwindaw
4 # ItemName Adidr <> Size| Progress Local Remote Start time Finish time. Elapsed Left  Speed  Mult

Figure 4-15
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9. Double-click a file and it will be downloaded automatically.

® GlobalSCAPE - CuteF TP 8.3 Professional - [FTP Sever - tplinklogin.net, Status: Connected]

L) Elle Edit view Tools Window Help

VAT INPERRO 00

EHSIXAOBU

ot oo e

e

|[Fessrmrdi[svnes

Jrter ]~ 08

[EE
IS

[ Local Drives }” Site Manager | 4 > [ FIP Sever |
= 3 General FTF Sites 0 /TP-LINK VP aIREXER d
e e coumlosd o1 / ame se= Tipe vodined strbums Descripton | Owner
ool ovnload SI Stplnkor 400K FleFolder  7/7/20113:02..  crwirw.. o
Dtplinkoz 4.00 KB File Folder 7/7/2011 3:02...  drunrw... o
Dtplinkoz 4.00 KB File Folder 7/7/2011 3:02...  drunrw... o
H]esLdoc  19.50.. MicrosoftWo.. 7/4/20115:16.. rwarw, o
esti2doc 19.50... MicrosoftWo.., 7/4/2011526... rwarw, o
L7 t=st03.coc 19.50 ... MicrosoftWo... 7/4/20117:37.. -rwrw. o

COMMAID > [7/2/201 1 4:08:53 PI]RETR test03 ~
STaTUS:> [7lef201 1 4108153 PM] 3 so 092,
[7i8(2011 4:08:53 PM] 150 o r kest03. doc (19968 bytes),
[7]8/201 1 4:08:53 PH] 226 Transfer complete.
STaTUS:> (7ia/2011 4:08:53 PM] il b =
v
" [ ueue window |~ Log windaw
/. # Item Name adir., | <> See Progess Local Remotz Starttime Finish time Elapsed | Left  Speed  Mult
F v test03.doc tplink. & 1950KB C:\Documents and SettingsiTest4D. ATP-LINK /test03.doc 7/8/20114:08:... 7/8{20114:08 0:00:00 0:00:00 336 Narrr|

& Note:

Figure 4-16

When you connect to a site, your My Documents folder is the default local folder to save your

downloaded files, and the default remote folder is the folder specified when you configured the site.

You can specify a different local folder and/or remote folder to appear in the Local and Remote
panels when you log in to a site.
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