Firmware upgrade instruction
Follow the steps below to finish the update work:
1. Set the IP address of your PC to 192.168.0.X (eg. 192.168.0.2), connect the PC to switch with a cable.
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You can get I settings assigned automatially i your network supports
this capabiity. Otherwise, you need to ask your network adminstrator
for the appropriate P settngs

© Obtain an IP address automatically
Use the follwing IP address:

1P adress: 192.168. 0 . 2
Subret mask: 255 .255 .255 . 0
Defauit gateway:

(Obtain DINS server addess automaticaly

Use the following DNS server addresses:

Preferred DIS server:

Alternate DNS server:
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2. Open the web browser and type the IP address of your switch (default is 192.168.0.1) into the address bar and then Press Enter. You will see login page of the switch.
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3. Type the username and password in the login page, the default username and password are both admin. Click “Login” when you finish.
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4. Choose “System Tools” in “System” menu, then choose “Firmware Upgrade” and you will find the upgrade page on the right. Click “Browse” to choose a firmware file and click “Upgrade” to upgrade the file.
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SPLEl Firmware Upgrade

Firmware Upgrade.
You will getthe new function after upgrading the firmware.

Firmware File: | C:\Users\TEST-6\Desktop\TL-SG2452_
Firmware Version: 1.0.0 Build 20130219 Rel 35987

Hardware Version: TL-8G2452 1.0

Note:
1. Please selectthe proper software version matching with your hardware to upgrade.
2.To avoid damage, please don'tum offthe evice while upgrading.

3. After upgrading, the device will reboot automatically.

4.You are suggestedto backup the configuration before upgrading.




5. After the switch upgraded the firmware, your switch will perform a restart. Then refresh the browser and it will go back to login page. Congratulations, you have upgraded successfully.
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