
Version Info: 

Firmware for SG6428XHP(UN) 1.0. This firmware is fully adapted to Omada Controller 
V5.13.30. 

SHA-256 Value: 
6c84e07e3b0cc6125ad89778ed303b68dd39e1c77b99c6b02f85fd06ae6d5670 

SHA-512 Value: 
6f258625a39a5a471c448cfe7f20876f37ac145bdd7212f7b3381468e6d2a7a940afde34155
d6402bf30a73a5d7594632d0f51d4097097d499936451690287a0 

 

New Features: 

1. Add support for upgrading firmware from cloud under standalone usage. 

2. Add support for Dying Gasp. 

3. Add support for DHCP Option 43 and 60. 

4. Add support for Omada Controller cluster deployment. 

5. Use HTTPS connection when accessing WebUI by default under standalone usage. 

 

Enhancements: 

1. Enhanced the stability of stacking system. 

2. Enhanced the performance when using LAG and MSTP together. 

3. Enhanced the configuration method of port speed under standalone usage. 

4. Enhanced the stability when adopting the device on Omada Controller and force 
provisioning after adopted. 

 

Bug fixed: 

1. Fixed the issue of port unable to recover occasionally after blocked by loopback 
detection. 



2. Fixed the issue of memory leakage on CLIENT module. 
3. Fixed the issue of hosts unable to obtain IP addresses when multiple switches are 
connected serially with DHCP relay enabled. 

4. Fixed security vulnerabilities for SNMP and RADIUS. 

5. Fixed the issue that the port unable to linkup occasionally when switched from stacking 
mode to ethernet mode. 

6. Fixed the issue of OSPF unable to configure under specific scenario when adopted by 
controller. 

 


