
Release Notes for ER7212PC(UN) v2.0/v2.60 
Version info: 

Adapted Model: ER7212PC(UN) v2.0/v2.60 

Full Adapted APP version: Omada APP of version 4.2.X or above. 

Built-in Controller Version: SDNC 5.15.20 

Minimum FW Version for Update: none. 

 

Supported device models: 

EAP: 

EAP110-Outdoor V3, EAP110 V4, EAP113-Outdoor V1, EAP115-Wall V1.2, EAP115 
V4.2 

EAP211-Bridge V1, EAP215-Bridge V1, EAP211-Bridge V2, EAP215-Bridge V2, 
EAP115-Bridge V1, EAP115-Bridge V2 

EAP223 V2, EAP225 V4, EAP225-Outdoor V1, EAP225-Outdoor V3, EAP225 V3, 
EAP245 V3, EAP265HD V1 

EAP610 V1, EAP613 V1, EAP615-Wall V1, EAP615-WE V1 

EAP650 V2 EAP653 UR V1 EAP650-Desktop V1 EAP650-Wall V2 EAP650-WE/-AC V1 

EAP683 LR V1, EAP683 UR V1 

EAP610GP-Desktop V1, EAP615GP-Wall V1, EAP603GP-Desktop V1, EAP625GP-
Wall V1 

EAP650 V1, EAP653 V1, EAP670 V2, EAP673 V1, EAP673 EXT V1, EAP650-Outdoor 
V1, EAP650 D120-Outdoor V1, EAP650 D30-Outdoor V1 

EAP235-Wall V1, EAP230-Wall V1 

EAP772 V1, EAP773 V1, EAP783 V1, EAP772 V2, EAP723 V1, EAP772-Outdoor V1 

EAP660 HD V2, EAP660 HD V1, EAP620 HD V1, EAP620 HD V3, EAP620 HD V2, 
EAP610 V2, EAP610 V1, EAP625-Outdoor HD V1, EAP623-Outdoor HD V1, EAP610-
Outdoor V1, EAP655-Wall V1, EAP650-Wall V1,  

Switch: 



SG2005P-PD V1, SG2008P V3.2, SG2008 V4.2, SG2016P V1.2, SG2210MP V4.2, 
SG2210MP V5, SG2210P V5.2, SG2210XMP-M2 V1, SG2218P V1.2, SG2218P V2, 
SG2218 V1.2, SG2428LP V1, SG2428P V5.2,  

SG2428P V5.3, SG2452LP V1, SG3210 V3.2, SG3210XHP-M2 V3, SG3210X-M2 V1, 
SG3218XP-M2 V1, SG3428MP V6.2, SG3428 V2.3, SG3428XF V1.2, SG3428X-M2 
V1.2, SG3428XMPP V1, SG3428XMP V3.2,  

SG3428XPP-M2 V1.2, SG3428X V1.3, SG3452P V3.3, SG3452 V1.2, SG3452XMPP 
V1, SG3452XP V2.2, SG3452X V1.2, SL2428P V6.2, SX3008F V1.2, SX3016F V1.2, 
SX3032F V1, SX3206HPP V1.2, SX3832MPP V1, SX3832 V1,  

TL-SG2008P V1, TL-SG2008P V2, TL-SG2008P V3, TL-SG2008 V4, TL-SG2016P V1, 
TL-SG2210MP V1, TL-SG2210MP V2, TL-SG2210MP V3, TL-SG2210MP V4, TL-
SG2210P V3.2, TL-SG2210P V4, TL-SG2210P V5,  

TL-SG2218P V1, TL-SG2218 V1, TL-SG2428P V1, TL-SG2428P V2, TL-SG2428P V3, 
TL-SG2428P V4, TL-SG2428P V5, TL-SG3210 V3, TL-SG3210XHP-M2 V1, TL-
SG3210XHP-M2 V2, TL-SG3428MP V2, TL-SG3428MP V3, TL-SG3428MP V4,  

TL-SG3428MP V5, TL-SG3428MP V6, TL-SG3428 V2, TL-SG3428XF V1, TL-
SG3428XMP V1, TL-SG3428XMP V2, TL-SG3428XMP V3, TL-SG3428X V1, TL-
SG3452P V2, TL-SG3452P V3, TL-SG3452 V1, TL-SG3452XP V1,  

TL-SG3452XP V2, TL-SL2428P V4.2, TL-SL2428P V5, TL-SL2428P V6, TL-SX3016F V1, 
TL-SX3206HPP V1 

 

Gateway: 

ER605 V1, ER605 V2, ER605W V1, ER7206 V1, ER7206 V2, ER7406 V1, ER7206 V2.2, 
ER707-M2 V1, ER707-M2 V1.2, ER7412-M2 V1, ER706W V1, ER8411 V1, ER605 V2.2,  

ER706W V1.2, ER7412-M2 V1.2, ER703WP-4G-Outdoor V1, DR3650v V1, DR3220v-
4G V1, ER706W-4G V1, ER706W-4G V1.2, ER706W-4G V2, ER706WP-4G V1, 
DR3650v-4G V1,  

 

Note: 

The first release for ER7212PC(UN) 2.0 


