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STEP 1

DOWNLOAD KASA
Get the Kasa Smart app from 
the Apple App Store or Google 
Play.

Let’s get started with your new Smart Switch.

•   Read and follow all safety precautions in the Kasa 
Smart app.

•   Read warnings on the back page.

WARNING:
•   Follow all national and local safety regulations and practices. If 

you are uncertain or uncomfortable when performing the 
installation, consult a qualified electrician.

•   Install only in a suitable UL or equivalent Listed outlet box.
•   CAUTION – Risk of electric Shock – More than one disconnect 

switch may be required to de-energize the equipment before 
servicing. A circuit breaker which disconnects the Live and 
Neutral conductor simultaneously is suitable. Ensure power is 
off at the circuit breaker before removing or installing any wall 
switch.

•   Tighten terminal screws to 13 lbf-in (for Kasa switch with screw 
terminals).

SAFETY FIRST

Follow the instructions in the 
Kasa app to complete the 
installation and setup.

ADD TO KASA

STEP 2

Need some help?
Visit www.tp-link.com/support  

for Technical Support, User Guides, 
FAQs, Warranty & more

?

*The image may differ 
  from actual product.
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Interrupteur Intelligente www.tp-link.com

ÉTAPE 1

TÉLÉCHARGER KASA SMART
Obtenez l'Appli Kasa Smart depuis 
Apple App Store ou Google Play.

Commençons avec votre nouveau Interrupteur Intelligente.

•   Lisez et suivez toutes les consignes de sécurité de 
l’app de Kasa Smart.

•   Lisez les avertissements à la page suivante.

LA SÉCURITÉ D'ABORD

Suivez les instructions de 
l'application Kasa pour terminer 
l'installation et la configuration.

AJOUTER À KASA SMART

ÉTAPE 2

* L'image peut différer 
du produit réel.

Avertissement :
•   Respectez toutes les réglementations et pratiques de sécurité 

nationales et locales. Si vous êtes incertain ou mal à l'aise lors de 
l'installation, consultez un électricien qualifié.

•   Installez uniquement dans une boîte de sortie UL appropriée ou 
équivalente.

•   ATTENTION - Risque de choc électrique - Plus d'un interrupteur- 
sectionneur peut être nécessaire pour mettre l'équipement hors 
tension avant l'entretien. Un disjoncteur qui déconnecte 
simultanément les conducteurs direct et neutre convient. 
S’assurer que l’alimentation est coupée au niveau du disjoncteur 
avant de retirer ou d’installer un interrupteur mural.

•   Serrez les vis des bornes à 13 lbf-in [pour interrupteur Kasa avec 
bornes à vis].

Besoin d'aide?
Visitez www.tp-link.com/support  

pour l'assistance technique, les Guides de 
l'Utilisateur, les FAQ, la Garantie et Plus

?


