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About This Guide

This guide is a complement of Quick Installation Guide. The Quick Installation
Guide provides instructions for quick internet setup, while this guide contains
details of each function and demonstrates how to configure them.

Features available in the Mobile Wi-Fi may vary by model and software version.
Mobile Wi-Fi availability may also vary by region or ISP. All images, steps, and
descriptions in this guide are only examples and may not reflect your actual
Mobile Wi-Fi experience.

Conventions
In this guide the following conventions are used:

Underlined words or phrases are hyperlinks. You can click to redirect to a website or a

Underlined . .
I specific section.

Contents to be emphasized and texts on the web page are in teal, including the menus,

Teal .
items, buttons and so on.

The menu structures to show the path to load the corresponding page. For example,
> Advanced > Wireless > Black List means the Black List page is under the Wireless menu
that is located in the Advanced tab.

A Note: Ignoring this type of note might result in a malfunction or damage to the device.

@ Tips: Indicates important information that helps you make better use of your device.

*Maximum wireless signal rates are the physical rates derived from IEEE Standard 802.11
specifications. Actual wireless data throughput and wireless coverage are not guaranteed and
will vary as a result of 1) environmental factors, including building materials, physical objects,
and obstacles, 2) network conditions, including local interference, volume and density of traffic,
product location, network complexity, and network overhead, and 3) client limitations, including
rated performance, location, connection, quality, and client condition.

*Battery life estimates obtained through testing in a laboratory setting.

More Info

The latest software, management app and utility are available at the Download
Center at www.tp-link.com/support.

The Quick Installation Guide can be found in the same place you found this guide
or inside the package of the Mobile Wi-Fi.

Specifications can be found on the product page at https://www.tp-link.com.

TP-Link Community is provided for you to discuss our products and share
knowledge at https://community.tp-link.com.

Our Technical Support contact information can be found at Contact Technical
Support page at www.tp-link.com/support.




Chapter 1

Get to Know About Your
Mobile Wi-Fi

This chapter introduces what the Mobile Wi-Fi can do and its appearance.
It contains the following sections:

* Product Overview
* Physical Description
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1.1. Product Overview

The Faster Connections, The More You Can Do

Just insert a SIM card to create your reliable personal Wi-Fi hotspot and share
instant 4G connectivity with friends. The Mobile Wi-Fi, supporting the latest
generation 4G LTE network, can reach a faster download speed so that users
can enjoy HD movies without interruption, download files in seconds, and hold a
video chat without dropouts.

Artful Little Gadget and Built-in Battery for Life on the Go

The TP-Link Mobile Wi-Fifeaturesacompact, elegant designand built-inpowerful
battery very suitable for travel, business trips and outdoor activities. With added
flexibility, the device can be charged via a micro USB cable connected to an
adapter, laptop or portable charger for endless hours of 4G sharing.

Easy Management with the tpMiFi App

With the tpMiFi App, you can conveniently access and manage the Mobile Wi-Fi
right on your iOS/Android devices. The tpMiFi app allows you to set data limits,
control which devices can access your Wi-Fi, send messages, and share media
files to/from a removable micro SD card.
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Get to Know About Your Mobile Wi-Fi

1.2. Physical Description

1.2.1. The Exterior

Menu Button

allac [R) 2 B sox(m

560wms

5.0m55 SCreen

Carrier Name

Power Button

Button Explanation

Menu Button o

Power Button .

Press this button to enter the Menu Screen from the Home Screen.
Press this button to switch the icons or options.

Press this button to light on the screen.

Press and hold this button to power on or off the Mobile Wi-Fi.
Press this button to light on or off the screen.

Press this button to select the icon or option.
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Screen Display

N Note: Images are for demonstration only. Your actual screen display may differ from those depicted here.

Home Screen Displayed Item Indication

ul | Indicates the signal strength of the current network.

Indicates successful network connection and the current network

4G
type: 4G.
allsG [R] 0 2B sox(m
IE Indicates you are in roaming service.
560wms
5.0ms 4 Indicates that there is un-read message(s) and the number of un-
o read messages.
’@ Displays the Wi-Fi status and the number of current wireless clients.
(|| Displays the remaining battery power.
560MB Indicates the total data used. It will be cleared after the Mobile Wi-Fi
is reset.
5.0M/S | Indicates the download speed of current data transmission.
Menu Screen Menu Description

Displays the information of data, signal strength, battery life and so

@ Home on.

_ Displays the SSID (network name), password and login address of
@ Device Info the Mobile Wi-Fi.

To turn on or off the power saving mode. If enabled, the Wi-Fi will

ailac+ /) £ = @ be shut down if no clients are connected to the Mobile Wi-Fi for a
@ @ Power Saving period of time (10 minutes by default). You can also save power by
= changing the Wi-Fi range on Advanced > Power Saving of the web

Device Info management page.

ANONO

To enable the WPS function. Enable this function and immediately
Q WPS press the WPS button on your client device. A success message will
appear on the screen, indicating successful WPS connection.

@ Network Mode To change the network mode to 4G preferred or 4G only as needed.

To enable or disable the Data Roaming function as needed. We
@Data Roaming recommend you to enable it on when you are out of the carrier
service area.

Displays the QR code of the TP-Link tpMiFi app that helps you
manage your Mobile Wi-Fi. Scan it to download the app.

9

jApp Download

-
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1.2.2. The Interior

SIM Card Slot

Micro SD Card Slot

USB-C Input Port

SIM Card Slot Insert a Nano SIM card into the slot.

Slide and lift up the slot cover, insert the SD card and slide the cover back to lock. The

Micro SD Card Slot ) . )
inserted SD card can be used for storage and media sharing.

USB-C Input Port Plug in the USB cable to this port to charge your Mobile Wi-Fi or share SD card contents.

With the Mobile Wi-Fi powered on, use a pin to press and hold this button (hole) until

Reset Button (Hole) B Y . -
Power Off" appears on the screen to reset the Mobile Wi-Fi.



Chapter 2

Set Up Internet
Connection

This chapter introduces how to install the hardware and set up the internet
connection of your Mobile Wi-Fi.

It contains the following sections:

* Install the SIM Card and Battery
* Power On the Mobile Wi-Fi
* Connect to the Internet
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2.1. Install the SIM Card and Battery

1.Remove the cover.

2.Insert the SIM card. Slide and lift up the slot cover, insert the SIM card and
slide the cover back to lock.

A Note:
¢ The SIM card should be a nano SIM card.
e The SIM card is not provided by TP-Link.

3.Install the SD card if any. The inserted SD card can be used for storage and
media sharing.

A Note:
* The SD card is not provided by TP-Link.

4.Install the provided battery.
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5.Replace the cover.

2.2. Power On the Mobile Wi-Fi

1.Press and hold () (power button) until the welcome screen appears.

To power off, press and hold Q) (power button) until “Power Off" appears on the screen.

A Note:

2.The following screen will come up.
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Carrier Name

A Note: If other messages appear on the screen, please refer to FAQ > Q2.

2.3. Connectto the Internet

Method One: Using the SSID and Wireless Password

1.Find the default SSID (network name) and wireless password from the screen
or on the Wi-Fi info label.

¢ Onthe screen:

1) Press (menu button) to enter the menu page and switch to the
Device Info menu.

ull4g [R) £ = sox(m

@

Device Info

R O @

2) Press U (power button) to enter the Device Info page.

10
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e Onthe Product label:
Remove the cover and battery, note down the default SSID and password,
then replace the cover.

MAC:XX-XX-XX-XX-XX-XX --eeameny

Wireless Password:
SSID: XXxx

2.0n your device, select the SSID and enter the wireless password.

R Note: If you use a computer to connect to the Mobile Wi-Fi, please set it to obtain an IP address
automatically.

Method Two: Via WPS (Wi-Fi Protected Setup)
If you have a WPS-supported device (such as Android phones or tablets), you
can connect to the Mobile Wi-Fi more easily using WPS button or PIN.
A Note:
The WPS function takes effect only when the SSID Broadcast function and wireless function are enabled.
* Viathe WPS button

1) Press (menu button) to enter the menu page and switch to the WPS
menu.

Note: Due to app updates, your actual user interface and pathway may differ from those depicted here.

1146 (B (2 7 o]

2) Press U (power button) to enter the WPS page.

11
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3) Press (menu button) and U (power button) to enable the WPS
function, andthen the Mobile Wi-Fi starts to scan WPS-supported devices.

4) Onyour WPS-supported device, go to Settings, turn on Wi-Fi, and enable
WPS within 2 minutes.
A Note:

The entry to the WPS function may differ form the example below and has different names on different
devices.

WPS connection

Press the WLAN Protected Setup button on your
router. It may be called "WPS" or contain this

O

Cancel

5) The status of WPS will change from Connecting to Succeeded after your

WPS-supported device is successfully connected to the Mobile Wi-Fi.
12
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* Viathe PIN
1) Onyour WPS-supported device, go to Settings, turn on Wi-Fi, enable WPS
PIN connection and get the PIN.

A Note:
The entry to the WPS function may differ from the example below and has different names on different

devices.

WPS PIN connection

Enter the PIN 83759314 on your router. Setup
may take up to two minutes.

O

Cancel ‘

2) On another device already connected to the Mobile Wi-Fi, visit
http://tplinkmifi.net, and create a password to log in.

D tpfink |

Create Login Password

8 New Password

8 | confirm Password 7

Let's Get Started

= J
Dewnlcad tphiFi

13
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3) Goto Advanced > Wireless > WPS, check the PIN box and enter the PIN of
your WPS-supported device in the field.

WPS
The WPS function takes effect only when SSID Broadcast is enabled
WPS Status: f‘_”_' )
WPS: PBC
& PIN The input cannot be empty.
Current Status: Idle

4) Click Start to start the WPS process, and the Current Status will change
from Idle to Succeed after your WPS-supported device is successfully
connected to the Mobile Wi-Fi.

14



Chapter 3

Log In

This chapter introduces how to log in to the web management page of the
Mobile Wi-Fi. This User Guide presents the features of the Mobile Wi-Fi on the
web management interface and tpMiFi App.

It contains the following sections:

* Via PC Login Entry
* Via tpMiFi App
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3.1. ViaPC Login Entry

The PC web management interface displays all features of the Mobile Wi-Fi.
Computer or tablet is recommended.

On your computer or tablet, visit http://tplinkmifi.net, and create a password to

£) o -link | m—
-

login.

Create Login Password

or security, please create a login password for management.

&  nNewPassword <>

a Confirm Password <&
Lel's Get Started
e ne | [BLEERNE
D App Store | 4 r
Az |

3.2. ViatpMiFi App

1.Search “tpMiFi" at the App Store or Google Play Store or simply scan the QR
code to download the tpMifi app.

2.Connect your device to the Mobile Wi-Fi.
3.Launch the tpMiFi app, and create a password to log in.

17



Chapter 4

Manage Your Data Usage

This chapter explains how to manage the data usage of your Mobile Wi-Fi.
Itincludes the following sections:

* Track Data Usage

* Limit Data Usage

* Set Up Free Data Period
* Enable Mobile Data

* Enable Data Roaming
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4.1. Track Data Usage

This feature allows you to monitor the amount of data you have used on your
Mobile Wi-Fi and revise the displayed data usage as needed.

4.1.1. Check Data Usage on Screen

You can view data usage on the screen of your Mobile Wi-Fi.

1ll4G[R) £ 7 oo {m]

2.59 MB
5M/S Y

Carrier Name

4.1.2. Check Data Usage on the Web Management Page

1.Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.
2.You can view the data usage on the Status page as shown below.

} Connection Status WiI-=Fi Status
Connectlon Status: SSID: TP-Link_4455
Network Type LTE Wireless Security: Secured
1SP: Current Clients:
Band: 1
RSRP: ~73dBm
RSRQ: -4dB
SNR: 344B
IPva Address: 105170162
IPvé Address:
EARFCN: 100
PCI: 392
Bandwidth: 20 MHz
, Statistics
Total Used: ME Upstream rate: KBls
Dally Used: 757 mB Downstream rate: 0.01 «ess

21
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A Note:
1. Actual data usage may vary from the estimated data usage displayed on the usage meter.
2. The page above displays the monthly data usage if you have enabled Monthly Data Statistics.

4.1.3. Check Data Usage via SMS

You can also obtain the data usage information by sending a message to the
carrier of your SIM card, which is recommended if you need more accurate
information.

1. Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.

2.Go to SMS.

3.Tap New Message.

4.Create a message to your carrier and send it. For the phone number and
message content, check from your carrier.

New Message

Phone Number:

Content:
160/0

4.1.4. Revise Data Usage

If the data usage displayed is not accurate, you can modify it as needed.

1.Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.

2.Go to Advanced > Data Usage Settings.

3.The figure below displays the current data usage. You can enter a more
accurate value for the data usage and specify a unit of measure.

22
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Data Usage Settings

Total Used: 50.31 MB

You can send messages to your carrier for accurate data usage

Data Usage Limit:

Monthly Data Statistics:

Free Data Period:

A Note:
1. You can check the exact data usage from your carrier.
2. The page above displays the monthly data usage if you have enabled Monthly Data Statistics.

4.2. Limit Data Usage

This feature allows you to establish data limits for different data packages so
that you can better control your data usage.

4,2.1. Limit Data Package

| want to:
Limit my data usage so that | will not exceed my data package (2GB). | wish to:
1. Receive an alert when the data usage reaches 1.8GB (90% of the allowance);

2. Disable the internet access automatically when it reaches the allowance
(2GB).

How can | do that ?

1. Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.

2. Goto Advanced > Data Usage Settings.
3. Enable Data Usage Limit.

4. Enter 2 in Total Allowance field and specify GB as the unit of measure. To
inform you that your data usage has reached the allowance, the internet
access will be disabled automatically and the data usage circle B on the
Home Screen will turn to red.

23
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5. Set 90 as the Usage Alert percentage. To inform you that your data usage
has reached the alert value, the data usage circle &4 on the Home Screen will
turn to orange.

Data Usage Limit:

The device will automatically disconnect from the Internet when data usage reaches the limit.

Total Allowance: GB v

Usage Alert: Q0 %

6. Tap Save.

Done!
Now your data usage is limited according to your settings.

4,2 2. Limit Monthly Data Usage

| want to:

Limit my data usage so that | will not exceed my monthly data package (800MB).
| wish to:

1. Receive analert when the data usage reaches 720MB (90% of the allowance).

2. Disable the internet access automatically when it reaches the allowance
(800MB).

How can | do that?

1. Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.

2. Goto Advanced > Data Usage Settings.
3. Enable Data Usage Limit and Monthly Data Statistics.

4. Enter 800 in Monthly Allowance field and specify MB as the unit of measure.
To inform you that your data usage has reached the allowance, the internet
access will be disabled automatically and the data usage circle on the
Home Screen will turn to red.

5. Set 90 as the Usage Alert percentage. To inform you that your data usage
has reached the alert value, the data usage circle © on the Home Screen will
turn to orange.

6. Enter the Start Date.
24
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A Note:

The monthly data usage statistics will be cleared and recounted from the day you have set every month.

Data Usage Settings ( , )

You can send messages to your carrier for accurate data usage.

Data Usage Limit: ()

The device will automatically disconnect from the Internet when data usage reaches the limit.

Monthly Allowance: 800 MB v

Usage Alert: S0 %

Monthly Data Statistics: O

Start Date: 1

Free Data Period: ()

7. Tap Save.

Done!
Now your data usage is limited according to your settings.

4.3. Set Up Free Data Period

Free Data Period is the time period when you will not be charged for data by
your mobile carrier. If your mobile carrier has provided this data service, you can
specify the free data period during which the data usage will not be counted for
data alert and limitation.

1. Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.

2.Go to Advanced > Data Usage Settings.

3.Enable Free Data Period.

4.Enter the Start Time and End Time of Free Data Period.

25
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Free Data Period: O

Start Time: 00:00 (HH:MM)

End Time: 00:00 (HH:MM)

Data Roaming Usage: O

5.Tap Save.

4.4. Enable Mobile Data

With Mobile Data (also known as cellular data) enabled, devices connected to
the Mobile Wi-Fi can access the internet. This feature is enabled by default.

1. Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.

2.Go to Advanced > Dial-up > Dial-up Settings.

3.Enable Mobile Data.

10 tp-link | M7350 o) i3] o°
Wizard Status Advanced
CETIEE — ®
- ; Moblle Data: ()
¢ Dial-up Settings Data Roaming: C)
* Network Settings
* PIN Management Frofld Lex v
Profile Name:
= Wireless
POP Type: 1Pvd & IPvé -
E  DHCP Server APN Type: o N
1§  Data Usage Settings ARH: et
Type: None v
e Storage Sharing
®  Power Saving
@ Security
| & Device

26
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4.5. Enable Data Roaming

If you are out of your carrier's service area, the [®R] icon will appear on the Mobile
Wi-Fi's screen, and you will need to enable data roaming to access the internet.

1. Visit http://tplinkmifi.net, and log in with the password you set for the mobile
Wi-Fi.

2.Go to Dial-up.

3.Enable Advanced > Dial-up > Dial-up Settings.

Dial-up Settings
Mobile Data: ()
Data Roaming: ()

4.Tap Save.

27



Chapter 5

Secure Your Network

This chapter explains how to secure your network in various ways. You can
change the SSID, manage the blacklist and lock your SIM card to safeguard your
network.

Itincludes the following sections:
* Secure Wireless Network

* Block Unwelcome Devices
¢ Lock SIM Card
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5.1. Secure Wireless Network

The SSID(wireless network name), wireless password of the Mobile Wi-Fi and
security options are preset as default. The default SSID and password can
be found on the screen of your Mobile Wi-Fi. You can customize the wireless
settings as needed.

1.Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.
2.Go to Advanced > Wireless.

* To change the SSID and wireless password:

1.Enter a new SSID and wireless password in the Wireless Network Name and
Wireless Password fields respectively.

10tp-link | M7350 © @ = &°

Wizard Status Advanced
Basic Wireless Settings @
@' Dial-up
Wireless Network Name(SSID): TP-Link_4455
2 Wireless SSID Broadcast: o
: " Once SSID Broadcast is disabled, you need to manually type in the SSID ta join the wireless network.
* Basic Settings
. WPS Channel: Auto v
= = Wireless Mode: Tb/gfn/ax Mixed v
¢ Online Clients
Wireless Securlty: WPA2-PSK AES v
& Black List
Wireless Password: 1234567890
& DHCP Server TR
Display password on screen: D
ti Data Usage Settings
&% Storage Sharing

2.Tap Save.

e To hide the SSID:

1.Disable SSID Broadcast, so the SSID will not be displayed when you scan for
wireless networks.

2.Tap Save.

A Note:

If the SSID is hidden, it will not be displayed on your wireless device when you scan for local wireless
networks. And you need to manually enter the SSID to join the network.

* To hide password on screen:

1.Disable Display password on screen, so the wireless password will not be
displayed on the screen of your Mobile Wi-Fi.

2.Tap Save.

29
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5.2. Block Unwelcome Devices

This feature allows you to restrict unwelcome devices to access the wireless
network of your Mobile Wi-Fi.

1.Visit http://tplinkmifi.net, and log in with the password you set for the mobile
Wi-Fi.
2.Go to Advanced > Wireless > Online Clients.

3.Select the device(s) that you want to block from the Online Clients list to
confirm to block.

Online Clients

Refresh
Client Name MAC Address IP Address

ce:89:38:23:1£:.03 192.168.0.126

5.3. LockSIM Card

This feature allows you to lock your SIM card with the PIN lock. Once the PIN lock
is enabled, every time you start your Mobile Wi-Fi with your SIM card inserted,
you need to enter the PIN code to access the internet.

If you don't wish to enter the PIN code every time you start your Mobile Wi-Fi,
you can enable the Auto-unlock PIN upon Power-on function. You will still have
to enter the PIN code on other devices with this SIM card, however.

1.Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.
2.Go to Advanced > Dial-up > PIN Management.

* To enable the PIN lock:
3.Select Enable in PIN Management dropdown list.
4.Enter the PIN code of your SIM card, which consists of 4 to 8 digits.

30
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PIN Management €

SIM Card Status: PIN disabled
PIN Management: Enable v
PIN: mnm

Auto-unlock PIN upon Power-on: ()

5. Tap Apply.

6. Visit http://tplinkmifi.net and enter the PIN code to access the internet every

time you start your Mobile Wi-Fi.

A Note:

1. The PIN code of your SIM card is preset by your mobile carrier and usually can be found on the package
of the SIM card.

2. After 3 failed verification attempts the SIM will be locked, and you will need to enter the PUK code to
unlock it. The PUK code can usually be found on the package of the SIM card.

e Toreset PIN code:

1. Visit http://tplinkmifi.net from the PC login entry, and log in with the password
you set for the Mobile Wi-Fi.

2.Go to Advanced > Dial-up > PIN Management.

3.Select Enable PIN from the drop-down list if SIM Card Status is disabled. Enter
the PIN code of your SIM card, and then click Apply.

4. Select Modify from the drop-down list.

5.Enter the current PIN code and a new PIN code twice. The new PIN code must
consist of 4-8 digits.

PIN Management @
SIM Card Status: FIMN verified
PIN Management: Modify -
PIN: 1234 E;E;é?;”g
New PIN: 12345
Confirm PIN: 12345

Auto-unlock PIN upon Power-on: ()

6.Click Apply.

31
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7.Use the new PIN code for future PIN verifications.

* To enable Auto-unlock PIN upon Power-on:
1.Toggle on Enable PIN, enter the PIN code of your SIM card, and then tap Apply.
2.Enable Auto-unlock PIN upon Power-on.

3.0nce enabled, you can save the trouble of entering the PIN code every time
you start your Mobile Wi-Fi.

32



Chapter 6

Share Files on SD Card

This chapter describes how to share and access files on an SD card via Wi-Fi
and via a USB cable.

It contains the following sections:
* Access via Wi-Fi Mode
* Access via USB Mode



Chapter 6 Share Files on SD Card

6.1. Access via Wi-Fi Mode

You can share files on an SD card via Wi-Fi mode so clients connected to the
Mobile Wi-Fi can access the SD card.

1. Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.
2.Go to Advanced > Storage Sharing.

* To access via an Android or iOS device
1.Select By Wi-Fi for the access mode.

2.Select Signed or Anonymous for the login permission.
A Note:
If you have selected Signed, please specify Username and Password for access (admin by default).

Storage Sharing
Storage Sharing Enable:
Access Mode: By Wi-Fi v
Login Permission: Signed v
Username: admin

Password: admin

3.Tap Save.

4.Search tpMiFi at the App Store or Google Play Store or simply scan the QR
code to download it.

5.Connect your mobile device to the Mobile Wi-Fi.
6.Launch tpMiFi and enter the password you set for the Mobile Wi-Fi.

7.Tap SD Sharing to access the SD card. You can then view, download and
upload multimedia files as needed.

34



Chapter 6 Share Files on SD Card

M7350
China Telecom il 4G €3

T

1 52.00B/S J 38.00 B/S
Battery SMS
Status: 87% Unread: 0
=
Wi-Fi Sharing SD Sharing
No SD Card
N O
A Lo 5
Home Clients Tools

e To access the SD card via a PC:
1.Select By Wi-Fi for the access mode.

2.Select Signed or Anonymous for the login permission.
A Note:

If you have selected Signed, please specify Username and Password for access (admin by default).
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Share Files on SD Card

Storage Sharing

Storage Sharing Enable:

Access Mode:
Login Permission:
Username:

Password:

3.Tap Save.

By Wi-Fi

Signed

admin

admin

4.0pen Run and input \\192.168.0.1 (Only applicable to certain models and

versions) or ftp://192.168.0.1. Then click OK to continue.

"

g

Open:  [W192168.01

Run

Type the name of a program, folder, decument, or Internet
resource, and Windows will open it for you,

W

'E’;é' This task will be created with administrative privileges,

Browse...

5.For anonymous access, you can now access the SD card. For signed access,
enter the login username and password in the authentication window and

click OK. Then you can access the SD card.
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Enter Network Password
Enter your password to connect to: 192.168.0.1

admin |

— |
| | LL Ll 1) |
{ Domain: Test01407101241

[T] Remember my credentials

'@ Logon failure: unknown user name or bad password,

| ok || cancel

6.2. AccessviaUSB Mode

You can connect your computer to the Mobile Wi-Fi via a USB cable to access
the SD card directly.
1.Select By USB for the access mode.

)

Storage Sharing ?)
Storage Sharing Enable: O
Access Mode: By USB v

2.Tap Save.
3.Connect your computer to the Mobile Wi-Fi via a USB cable and access the

SD card directly.

4 Devices and drives (6)

. Local Disk () Local Disk (D:) Local Disk (E:)

= > I > I > Il
41.3 GB free of 80.0 GB c;:-l/ 69.1 GB free of 80.0 GB c;y 88.9 GB free of 102 GB
Local Disk (F:) Local Disk (G:) Removable Disk (H:)
= === T —
C;:;./ 95.7 GB free of 102 GB C;:;./ 4.2 GB free of 101 GB w 940 MB free of 941 MB
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Chapter 7

Customize Your Network

This chapter guides you on how to configure network settings of your Mobile
Wi-Fi.

It contains the following sections:

* Specify Network Mode

* Configure Dial-up

* Configure DHCP Server



Chapter 7 Customize Your Network

7.1. Specify Network Mode

This Mobile Wi-Fi supports network modes of network connection: 4G Preferred,
and 4G Only. If your SIM card supports FDD-LTE or TDD-LTE, select 4G Preferred
or 4G Only as needed.

1. Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.
2.Go to Advanced > Dial-up > Network Settings.

3.Select 4G Preferred or 4G Only, etc. as needed.

Network Mode

Network Mode: 4G Preferred v

Network Search

Network Search: Auto v

4.Tap Save.
7.2. Configure Dial-up

7.2.1. Configure Dial-up Settings

If you are inalocation beyond your mobile carrier's service area, you may need to
configure the dial-up settings to access the internet provided by a local mobile
carrier.

1.Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.
1.Go to Advanced > Dial-up > Dial-up Settings.

2.Tap Create to build a dial-up profile.

3.Specify a name for the profile and fill in the parameters provided by your
carrier.
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Dial-up Settings

()

Profile Name:

PDP Type: Pvd v

APN Type: Static v

APN:

Authentication Type: CHAP v

Username: (Optional)
Password: (Optional)

Mote: If you are not sure about your APN (Access Point Name), contact your internet service provider,

4.Tap Save and then tap Yes in the pop-up to apply the new profile.

A Note:

1. Mobile Data is enabled by default. If disabled, internet access is prohibited.

2. Data Roaming is disabled by default. If enabled, data service is allowed when roaming.

3. You can click View Profile details to check the current profile. If any parameter is wrong, you can click
Create to build a new one.

7.2.2. Configure Network Search

The Mobile Wi-Fi provides two types of network connection: Auto and Manual.
* Auto: The Mobile Wi-Fi will automatically establish internet connection
when it is started.

* Manual: When you have selected Manual, click Search and the Mobile
Wi-Fi will scan for mobile networks. You can choose a network with better
performance to connect to. The mobile carrier providing the network
must be or have cooperation with your SIM card provider.

1.Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.
2.Go to Advanced > Dial-up > Network Settings.

3.Select Auto or Manual for Network Search as needed.
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Network Search

Network Search: Auto v | m

Manual

4. Click Save.

7.3. Configure DHCP Server

The Mobile Wi-Fi acts as a DHCP (Dynamic Host Configuration Protocol) server,
dynamically assigning TCP/IP parameters to devices from the IP Address pool.
You can change the settings of the DHCP server if necessary.

1. Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.
2.Go to Advanced > DHCP Server.

3.Enter a new IP address in the IP Address field and leave the Subnet Mask as
default. And enter the starting and ending IP addresses in the Start and End IP

Address fields respectively.

A Note:

1. The start and end IP addresses should be on the same network segment as the IP address you have
entered.

2. If you have changed the IP address of your Mobile Wi-Fi, you should use the new IP address or
http://tplinkmifi.net to log in to the web management page.

DHCP Server
IP Address: 192.168.0.1
Subnet Mask: 255255355 11
Start IP Address: 192.168.0.100
End IP Address: 182.168.0.199
Lease Time: 120 minutes (The default value is 120)
Primary DNS Server: 192.168.01
Secondary DNS Server: 0.0.0.0 (Optional)

4.Enter the lease time in the Lease Time field. When the lease time expires, the

Mobile Wi-Fi will reassign IP addresses.
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5.Enter the primary DNS IP address which usually accords with the IP address.
6.Enter the secondary DNS IP address if provided by your carrier.
7.Click Save.
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Chapter 8

Manage Your Mobile Wi-Fi

This chapter presents how to manage and maintain your Mobile Wi-Fi.
It includes the following sections:

» Save the Mobile Wi-Fi's Power
* Change Admin Account

* Set Up System Time

* Restore Configuration Settings
* Update the Firmware

* System Log



Chapter 8 Manage Your Mobile Wi-Fi

8.1. Save the Mobile Wi-Fi's Power

The Power Saving feature allows you to slow down the power consumption of

your Mobile Wi-Fi. You can reduce the Wi-Fi range to save power. Alternatively,

you can enable the Wi-Fi Auto-disable Time feature to disable the Wi-Fi of your

Mobile Wi-Fi in the idling period.

1.Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.

2.Go to Advanced > Power Saving.

* To set Wi-Fi Range:
1.Enable Power Saving Mode.
2.Select Long, Medium or Short from the Wi-Fi Range drop-down list.

Power Saving

Power Saving Mode:
Wi-Fi Range: Medium v

Wi-Fi Auto-disable Time: 10 minutes

A Note:
The shorter the Wi-Fi Range is, the less power your Mobile Wi-Fi uses.

3.Tap Save.

4. Tap Restart Wi-Fi on the pop-up to make the configurations take effect, and
then reconnect to the Mobile Wi-Fi after the Wi-Fi restarts.

* To set Wi-Fi Auto-disable Time:

1.Enable Power Saving Mode.

2.Specify the Wi-Fi Auto-disable Time.

3.Tap Save. If there are no devices connected to the Mobile Wi-Fi during the

period you have specified, the Wi-Fi will be disabled automatically.
A Note:
To recover the Wi-Fi, press the Power Button or the Menu Button.

8.2. Change Admin Account

The account management feature allows you to change your login password of
the web management page to prevent other users from logging in to your web
management page.
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1. Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.
2.Go to Advanced > Device > Account Management.

3.Enter the current password. Then enter the new password twice (both case-
sensitive) and tap Save.

Login Password

Old Password: e e s s e 00

New Password:

Confirm Password:

4. Use the new password for future logins.

8.3. SetUp System Time

System time is the time displayed when the Mobile Wi-Fi is running. The system

time you configure here will be used for time-based functions.

A Note:

Make sure your Mobile Wi-Fi has access to the internet before you set the system time. Otherwise, it can
not synchronize the current time and date.

1. Visit http://tplinkmifi.net, and log in with the password you set for the mobile
Wi-Fi

2.Go to Advanced > Device > Time Settings.

3.Select your local Time Zone from the drop-down list.

Time Settings (?)
Time Zone: Adelaide v
Date: 2026/9/4
Time: 10:55:35

4.Tap Save.
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8.4. Restore Configuration Settings

The Factory Defaults feature allows you to restore your Mobile Wi-Fito its factory
defaults. After you restore your Mobile Wi-Fi, all previous settings will be cleared
and you have to reconfigure them.

e Toreset on the Mobile Wi-Fi:

With the Mobile Wi-Fi powered on, remove the cover. Use a pin to press and hold
the RESET button until the “Power Off" appears on the screen.

* Toreset onthe webpage:

1. Visit http://tplinkmifi.net, and log in with the password you set for the Mobile
Wi-Fi.

2.Go to Advanced > Device > Factory Defaults.

3.Click Restore.

Factory Defaults

4.Wait a few minutes for the resetting and rebooting.
A Note: During the resetting process, do not power off the Mobile Wi-Fi and make sure it has sufficient
power.
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Chapter 8 Manage Your Mobile Wi-Fi

8.5. Update the Firmware

TP-Link is dedicated to improving product features to enrich your network
experience. We will inform you through the screen and web management page
if there's any newly released update firmware for your Mobile Wi-Fi. Also, the
latest firmware will be released at TP-Link official website, you can download it
from the Support page of our website www.tp-link.com for free.

n :

1.Nl\(jltaeke sure the latest firmware file is matched with the hardware version (as shown in the Download

section of the Support page).

2. Make sure that you have a stable connection between the Mobile Wi-Fi and your computer.
. Do NOT power off the Mobile Wi-Fi during the firmware update and make sure it has sufficient power.

w

To update the firmware on screen:

1. Press (the power button)to update your Mobile Wi-Fi when the following

screen appears.
A Note: The actual interface may differ slightly.

Software Updates

Update 23M

Cancel

2.Wait a few minutes for the update and reboot.

* To update the firmware locally:

1.Download the latest firmware file for the Mobile Wi-Fi from our website
www.tp-link.com.

2.Visit http://tplinkmifi.net from the PC login entry, and log in with the password
you set for the Mobile Wi-Fi.

3.Go to Advanced > Device > Firmware Update.

4. Select Update via the local server, click Browse to locate the downloaded file,
and then click Update.
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Chapter 8 Manage Your Mobile Wi-Fi

Firmware Update @

Firmware Version:
1 Update via the cloud server

@® Update via the local sarver

5.Wait a few minutes for the update and reboot.

* To update the firmware online:

1. Visit http://tplinkmifi.net from the PC login entry, and log in with the password
you set for the Mobile Wi-Fi.

2.Go to Advanced > Device > Firmware Update.

3.Select Update via the cloud server.
4.Click Update.

Firmware Update @
Firmware Version: 10.0.1 Build 260902 Rel.5n

® Update via the cloud server

Check for Updates

Update via the local server

5.Wait a few minutes for the update and reboot.
A Note:
To download the latest firmware file, you can also click the New Version number, such 1.0.5 in the page

above. To view update details, click Release Note.

8.6. SystemLog
When the Mobile Wi-Fi does not work normally, you can save the system log and
send it to our technical support for troubleshooting.

1. Visit http://tplinkmifi.net from the PC login entry, and log in with the password
you set for the Mobile Wi-Fi.

2.Go to Advanced > Device > System Log.
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* To save the system logs in local:
Click Save Logs to save the logs to your local device.

System Log
Log Type: ALL w Log Level: ALL v Refresh {;} Clear
|m] Time Type Level Content
1 10-25 06:34:53 DHCP INFO Bk M
2 10-25 06:34:53 DHCP INFO DN el 13 08017
3 10-2506:32:47 4G INFO Reqgistered with a netwark!
4 10-2506:32:47 4G INFO Mot registered, searching!
] 10-25 06:32:45 SYSTEM NOTICE User clear all logs.
Debug Log:

* Todebuglogs:

The Debug Log feature can save logs for specific troubleshooting. This function
should be enabled under the requirement of our technical support.

1.Insert an SD card of at least T00MB storage in your Mobile Wi-Fi.

2.Put the file provided by our technical supportin the SD card.

3.Go to the Advanced > Storage Sharing and set By Wi-Fi as Access Mode.
4.Enable Debug Log.

5.Click Save Logs.

6. Visit the SD card and send the saved files to our technical support.

Debug Log:

A Note:
Do not remove the SD card or switch the storage sharing mode when using this function.
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FAQ

Q1. What can | do if | cannot log in to the web management page?

* Verify that your device is connected to the Mobile Wi-Fi.

* Verify that you have entered http://tplinkmifi.net or http://192.168.0.1 correctly.
* Verify that your computer is set to obtain an IP address automatically.

Q2. What can | do when one of the following messages appears on the screen
or | cannot access the internet?
* PIN Required

* Visit http://tplinkmifi.net, and log in with the password you set for the
Mobile Wi-Fi. Enter the PIN provided by your carrier and tap Done.

£ PIN Required

PIN:

Auto-unlock PIN

e No SIM Card
e  Power off the Mobile Wi-Fi and reinsert the SIM card.

* No Service
* Verify that your SIM card is an LTE or WCDMA SIM card.
* Verify that your SIM card is in your mobile carrier’ s service area and has
sufficient credit.

* Verify that your mobile carrier parameters are correct: Log in to the web
management page, go to Dial-up and tap View profile details to check
if APN, Username and Password are correct. If not, return to the Dial-up
page and create a new profile with the correct information. Then tap Done
and confirm on the pop-up.

e [Rlicon

* Log in to the web management page, and go to Dial-up to enable Data
Roaming.
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Q3. What can | do if my internet speed is slow?
* From the menu screen, go to Network Mode and try a different network.

Q4. How to reset the Mobile Wi-Fi to its factory default settings?

* With the Mobile Wi-Fi powered on, remove the cover. Use a pin to press and
hold the RESET button until Power Off appears on the screen and then release
the button.

* Log in to the Mobile Wi-Fi's web management page via the PC login entry. Go
to Advanced > Device > Factory Defaults and click Restore.
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CE Mark Warning

3

OPERATING FREQUENCY (the maximum transmitted power)
2400 MHz -2483.5 MHz(20dBm)

WCDMA: B1/B5/B8 (24dBm+1.7/-3.7dB)
FDD-LTE: B1/B3/B5/B7/B8/B20/B28 (23dBm+2.7/-2.7dB)
TDD-LTE: B38/B40/B41 (23dBm+2.7/-2.7dB)

EU Declaration of Conformity

TP-Link hereby declares that the device is in compliance with the essential
requirements and other relevant provisions of directives 2014/53/EU,
2009/125/EC, 2011 /65/EU and (EU) 2015/863.

The original EU Declaration of Conformity may be found at https://www.tp-link.
com/en/support/ce/

RF Exposure Information

ThisdevicemeetstheEUrequirements(2014/53/EUArticle3.1a)onthelimitationof
exposureofthegeneralpublictoelectromagneticfieldsbywayofhealthprotection.
This device has been tested and meets the ICNIRP exposure guidelines and the
European Standard EN 62209-2. SAR is measured with this device at a separation
of 0.5 cm to the body, while transmitting at the highest certified output power
level in all frequency bands of this device. The maximum measured SAR value
is 1.80 W/kg (for M7350 V10). Carry this device at least 0.5 cm away from your
body to ensure exposure levels remain at or below the as-tested levels.

UKCA Mark

UK
CA

UK Declaration of Conformity

TP-Link hereby declares that the device is in compliance with the essential
requirements and other relevant provisions of the Radio Equipment
Regulations 2017.

The original UK Declaration of Conformity may be found at
https://www.tp-link.com/support/ukca
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[RAYESRRIIERERE

BB 4G LTE 178) Wi-Fi 7 =238 sk (B) : M7350
Equipment name Type designation (Type)
RAEYEREETTR
Restricted substances and its chemical symbols
MO 7 % A1 SRE 2R
Unit . Hexavalent | Polybrominated | polybrominated
Lead | Mercury | Cadmium chromium biphenyls diphenyl ethers
(Pb) (Hg) (Cd) (Cr) (PBB) (PBDE)
PCB O O O O O O
5z O O O O O O
USB#R O O O O O O
Hith R H _
B O O O O O

BEL SBH0.1wt%” K SBH0.01wt%”® FiERAMEZENLEEBHES L EEEEEE

Note1l: “Exceeding0.lwt%” and “exceeding0.01wt%” indicate thatthe percentage content of
the restricted substance exceeds the reference percentage value of presence condition.

#E2. O FREZERAVEZBOEERBHEI LS EEE(E,

Note2: “O” indicates that the percentage content of the restricted substance does not exceed the
percentage of reference value of presence.

®E3. -7 RIEZERAMESHRFRER.

Note 3: The “—” indicates that the restricted substance corresponds to the exemption.

O

MpoaykT cepTtudikoBaHO 3rigHO ¢ npasBunamm cuctemm YKpCEMNPO Ha
BiANOBIAHICTb BUMOramMm HOpMaTUBHUX LLOKYMEHTIB Ta BUMOram, Lo nepenbadeHi
YMHHMMUM 3aKOHOLABYMMUM aKTaMM YKpaiHu.

EAL

Safety Information

* Keep the device away from water, fire, humidity or hot environments.

* Do notattempt to disassemble, repair, or modify the device. If you need service,
please contact us.

* Do not use any other chargers than those recommended
* Do not use the device where wireless devices are not allowed.

* This equipment can be powered only by equipments that comply with Power
Source Class 2 (PS2) or Limited Power Source (LPS) defined in the standard of
IEC 62368-1.



CAUTION!

* Avoid replacement of a battery with an incorrect type that can defeat a
safeguard.

* Avoid disposal of a battery into fire or a hot oven, or mechanically crushing
or cutting of a battery, that can result in an explosion.

* Do not leave a battery in an extremely high temperature surrounding
environment that can result in an explosion or the leakage of flammable
liquid or gas. Do not leave a battery subjected to extremely low air pressure
that may result in an explosion or the leakage of flammable liquid or gas.

CAUTION!
Risk of explosion if the battery is replaced by an incorrect type.

 Operating Temperature: 0°C ~ 35°C (32°F ~ 95°F)

* This product uses radios and other components that emit electromagnetic
fields. Electromagnetic fields and magnets may interfere with pacemakers
and other implanted medical devices. Always keep the product and its power
adapter more than 15 cm (6 inches) away from any pacemakers or other
implanted medical devices. If you suspect your product is interfering with your
pacemaker or any other implanted medical device, turn off your product and
consult your physician for information specific to your medical device.

Warnings
» Operating Temperature: 0°C ~ 35°C (32°F ~ 95°F)
* Operating Humidity: 0~75%RH, Non-condensing

Handling Instructions for Lithium lon Rechargeable Battery

Please read and follow the handling instructions for the battery before use.
Improper use of the battery may cause heat, fire explosion, damage or capacity
deterioration of the battery.

* Do not place or leave the battery and equipment in the reach of infants so that
they are not able to swallow or mistreat the battery by mistake.

In case of ingestion, consult with a doctor immediately.

* Do not let leaked electrolyte come into contact with eyes or skin.

In such a case, immediately wash the area of contact with clean water and seek



help from a doctor.

If not treated soon, prolonged contact may cause serious injury.

* Do not put the battery into a fire. Do not use it or leave it in a place near fire,
heaters, or high temperature sources.

In such a case, the insulator in the battery may be melted, the safety vent and
structure may be damaged, or the electrolyte may catch fire, all of which may
cause heat generation, explosion, or fire.

* Do not submerge the battery in water, or wet the battery.

If the protecting device assembled in the battery is damaged, the battery may
be charged with an abnormal current and voltage and may cause a chemical
reaction within the battery, which may result in the cause of heat generation,
explosion, or fire of the battery.

* Do not use any battery charger not specified by the manufacture, also follow
the charge conditions specified by the manufacture.

If the battery is charged under other conditions (a high temperature, a high
voltage / current, or an altered charger) not specified by the manufacture, the
battery may become over-charged with an excessive current and cause heat,
explosion, or fire with abnormal chemical reactions.

* Do not use, charge, or leave the battery near fire or in a car under the blazing
sun. Such a high temperature may cause damage of the protecting device in
the battery, which may result in an abnormal reaction, and then heat generation,
explosion, or fire.

* Do not connect the battery reversed in positive (+) and negative (-) terminals in
the charger or equipment.

In case the battery is connected and charged reversely, it may cause heat
generation, explosion, or fire due to an abnormal chemical reaction.

* Do not let the battery terminals (+ and -) contact a wire or any metal (like a metal
necklace or a hairpin) with which it carried or stored together.

In such a case, the battery will be shorted and cause an excessive current, which
may result in heat generation, explosion, or fire.

* Do not connect the battery directly to an electric outlet or cigarette heater
socketin car.



With a high voltage applied, the battery may overheat, explode, or cause fire.

* Do not throw or drop the battery.

Strongimpact may damage the protecting device, which may cause an abnormal
chemical reaction during charging and result in heat generation, explosion, or
fire of the battery.

* Do not drive a nail in, hit with a hammer, or stamp on the battery.

In such a case, the battery may be deformed and shorted, which may cause heat
generation, explosion, or fire of the battery.

* Do not solder the battery directly.

Heat applied during soldering may damage the insulator of the safety vent and
mechanism, which may result in heat generation, explosion, or fire of the battery.

* Do not disassemble or alter the battery.

The battery employs a safety mechanism and a protecting device in order to
avoid any danger.

If these are damaged, heat, explosion or fire may be caused.

CAUTION
* Do not put the battery in a microwave or a pressure cooker.

Sudden heat may damage the seal of the battery and may cause heat generation,
explosion, or fire of the battery.

* Do not use the battery with other maker's batteries, different types and / or
models of batteries such as dry batteries, nickel-metal hydride batteries, or
nickel-cadmium batteries, or new and old lithium ion batteries together.

In such a case, over-discharge during use, or over-charge during charge may
occur abnormal chemical reactions and may cause heat generation, explosion,
or fire of the battery.

* Do not leave the battery in a charger or equipment if it generates an odor and
lor heat, changes color and / or shape, leaks electrolyte, or causes any other
abnormality.

In such a case, immediately take the battery out of the charge or equipment and
keep it away from fire, otherwise, the battery might overheat, explode, or cause fire.



 Discontinue charging after specified charging time even if the charge is not
complete, otherwise, the battery might cause heat generation, explosion, or fire.

* Do not use the battery in the place where the static electricity (more than the
limit of the manufacturer's guarantee) occurs. Otherwise, the protecting device
in the battery might be damaged and cause heat generation, explosion, or fire.

* Do not use the battery in other than the following conditions; otherwise, the
battery might cause heatgeneration,damage, or deterioration ofits performance.

Operating environment:

When the battery is charged: 0°C ~ +45°C (Humidity < 80%)
When stored 1 months: -20°C ~ +50°C (Humidity < 80%)
When stored 3 months: -20°C ~ +45°C (Humidity < 80%)
When stored 1 year: -20°C ~ +20°C (Humidity < 80%)

Please read and follow the above safety information when operating the device.
We cannot guarantee that no accidents or damage will occur due to improper
use of the device. Please use this product with care and operate at your ownrisk.

Please read and follow the above safety information when operating the device.
We cannot guarantee that no accidents or damage will occur due to improper
use of the device. Please use this product with care and operate at your own risk.

Explanations of the symbols on the product label

Note: Symbols may vary from products. The equipment marking is inside the
device after removing the back cover and battery.

Symbol Explanation

D Class Il equipment

Class Il equipment with functional earthing

Y Alternating current

Direct current




Polarity of d.c. power connector

For indoor use only

Dangerous voltage

Caution, risk of electric shock

Energy efficiency Marking

OO =

Protective earth

Earth

Frame or chassis

Functional earthing

Caution, hot surface

Caution

Operator's manual

Stand-by

"ON"/"OFF" (push-push)

Fuse

NOCED> B b+

Fuse is used in neutral N




RECYCLING

This product bears the selective sorting symbol for Waste
electrical and electronic equipment (WEEE). This means that
this product must be handled pursuant to European directive
2012/19/EU in order to be recycled or dismantled to minimize
its impact on the environment.

User has the choice to give his product to a competent
recycling organization or to the retailer when he buys a new
electrical or electronic equipment.

Caution, avoid listening at high volume levels for long periods

Disconnection, all power plugs

Switch of mini-gap construction

Switch of micro-gap construction (for US version)

Switch of micro-gap / micro-disconnection construction (for
other versions except US)

SRR/

Switch without contact gap (Semiconductor switching device)
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