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Models VIGI NVR1104H-4P

Video Input IP Video Input
4-Channel

Up to 8 MP Resolution

Network
Incoming Bandwidth 80 Mbps

Outgoing Bandwidth 60 Mbps

Video Output

Recording Resolution 8MP/5MP/4MP/3MP/1080p/UXGA/720p/VGA/4CIF/DCIF/ 
2CIF/CIF/QCIF

HDMI Output Resolution
1 Channel, Resolution: 3840x2160/30Hz,1920x1080/60Hz, 
1680x1050/60Hz, 1440x900/60Hz, 1280x1024/60Hz, 
1024x768/60Hz, 1280x720/60Hz

VGA Output Resolution
1 Channel, Resolution: 1920x1080/60Hz,1680x1050/60Hz, 
1440x900/60Hz, 1280x1024/60Hz, 1024x768/60Hz, 
1280x720/60Hz

Decoding

Decoding Format H.265+/H.265/ H.264+/H.264

Live View/Playback Resolution 8MP/5MP/4MP/3MP/1080p/UXGA/720p/VGA/4CIF/DCIF/ 
2CIF/CIF/QCIF

Synchronous Playback 4-Channel

Capability 2-ch @ 8MP, 4-ch @ 4MP

Network Management Network Protocols TCP/IP, DHCP, DNS, NTP, UPnP

Hard Disk
SATA 1 SATA Interface

Capacity Up to 10 TB

External Interface
Network Interface 1, RJ-45 10/100 Mbps Self-Adaptive Ethernet Interface

USB Interface 2 × USB 2.0

Genneral

Power Supply 53.5V DC/1.31A

PoE Ports
Standard: 802.3af/at 
PoE Ports: Ports 1-4
PoE Budget: 53 W

Working Temperature -10~55°C

Product Dimensions 200.3 × 200.3 × 43 mm

Specifications




