






Datasheet

�6�S�H�F�L�®�F�D�W�L�R�Q�V���D�U�H���V�X�E�M�H�F�W���W�R���F�K�D�Q�J�H���Z�L�W�K�R�X�W���Q�R�W�L�F�H�� Tapo is a registered trademark of TP-Link Corporation 
Limited. App store is a service mark of Apple Inc. Google is a trademark of Google LLC. Amazon, Alexa, and 
�D�O�O���U�H�O�D�W�H�G���O�R�J�R�V���D�U�H���W�U�D�G�H�P�D�U�N�V���R�I���$�P�D�]�R�Q���F�R�P�����,�Q�F�����R�U���L�W�V���D�±�O�L�D�W�H�V�����&�R�S�\�U�L�J�K�W���†�������������7�3���/�L�Q�N���&�R�U�S�R�U�D�W�L�R�Q��
Limited. All rights reserved.
‡The SD card is not included in the package.  ��The data comes from TP-Link laboratory.

�6�S�H�F�L�®�F�D�W�L�R�Q�V

�2�W�K�H�U�V

·�������&�H�U�W�L�®�F�D�W�L�R�Q�V����FCC, IC, CE, NCC

·   System Requirement: iOS 10+, Android 5.0+

·   Package Contents: 

    Tapo C210 Camera

    Power Adapter

    Quick Start Guide

    A Camera Base

    Mounting Screws

    Mounting Template

·   Operating Temperature: 0 ºC ~ 40 ºC (32°F ~ 104°F )

·   Storage Temperature: -40°C~70°C (-40°F~158°F) 

·   Operating Humidity: 10%~90%RH, Non-condensing

·   Storage Humidity: 5%~90%RH, Non-condensing

LED Signal  L ight

Lens

DC Power

Network

·   Wireless Rate: 

    11Mbps(802.11b)

    54Mbps(802.11g)

    150Mbps(802.11n)

·   Frequency: 2.4GHz

·   Wireless Security:  WPA/WPA2-PSK

·   Security: 128 bit AES encryption with SSL/TLS

·   Protocol: TCP/IP, DHCP, ARP, ICMP ,DNS, NTP, HTTP, 
HTTPS, UDP, ONVIF, RTSP

Micro SD 


