
1000BASE-T RJ45 SFP Module Datasheet

- Support 10/100/1000Base-T Operation in Host Systems

- Support TX Disable function

- For 100m* Reach Over UTP Cat 5e or above Cable

- Hot-Pluggable SFP Footprint Features

- Commercial Product Operating Temperature Range: 0-70°C

- Compliant with IEEE Std 802.3-2002

- Fully Metallic Enclosure for Low EMI

- Low Power Dissipation (0.5 W Typical, 0.8 W Max)

Highlights

MODEL: TL-FM331



13.75 mm

67.4 mm13.8 mm

Product Picture
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*Laboratory data using the Cat5e cable. Actual distance may vary.
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Environmental and Physical Specifications

0˚C to 70˚C (32˚F to 158˚F)

-40˚C to 85˚C (-40˚F to 185˚F)

5% to 90% RH  non-condensing

10% to 90% RH  non-condensing

Operating Temperature

Storage Temperature

Storage Humidity

Operating Humidity

General Specifications

1.25GbpsData Rate (max.)

1000BASE-XMAC Interface

Power Consumption (max.) 0.8 W

Standards and 
Protocols IEEE 802.3, IEEEE 802.3ab, SFF-8472

Specifications

Ethernet Cable
(Twisted Pair)

10BASE-T: 2-pair UTP/STP of Cat. 3,4,5 (≤100 m)
1000BASE-TX: 4-pair UTP/STP of Cat. 5e or above (≤100 m)
1000BASE-T: 4-pair UTP/STP of Cat. 5e or above (≤100 m)

TX_Disable Yes

Hot Swappable Yes

Dimensions (W × D × H) 2.7*0.5*0.5 in (67.4*13.75*13.8 mm)


